
F
.
D

.

W
/
H

F
U

R
N

SUMP

G
F

I

11'-4" 5'-4"

16'-8"

5
'
-
0
"

5
4
'
-
5
"

3
'
-
8
"

5'-2" 5"

8"8" 8" 14'-0" 8"8" 8"

1
3
'
-
0
"

5'-4"

16'-8"

6'-0" 5'-4"

1
5
'
-
0
"

3
'
-
8
"

5
4
'
-
5
"

8'-5"4'-6"3'-9"

16'-8"

1
3
'
-
0
"

2
1
'
-
2
"

2
0
'
-
3
"

7
'
-
0
"
 
O

U
T

S
I
D

E
 
F

.
O

.

S
H

E
A

T
H

I
N

G
 
T

O

B
U

I
L
D

I
N

G
 
C

O
R

N
E

R

B
E

L
O

W

6
'
-
0
"

1
1
'
-
0
"

1
7
'
-
1
0
"

1
2
'
-
7
"
 
O

U
T

S
I
D

E
 
F

.
O

.
 
S

H
E

A
T

H
I
N

G
 
T

O

B
U

I
L
D

I
N

G
 
C

O
R

N
E

R
 
B

E
L
O

W

16'-8"

16'-8"

5
'
-
0
"

1
7
'
-
8
"

3'-8"

5
'
-
0
"

1
7
'
-
8
"

3'-8"

BUILT-UP 2x NOMINAL WOOD POST SCHEDULE

2

(2) 2x4 or (2) 2x6

3

(3) 2x4 or (3) 2x6

4

(4) 2x4 or (4) 2x6

PFA POST FROM ABOVE

12'-2

1

2

"

3

1

2

" TYP.

AT INT.

3'-2" 6"

6"

6
"

1
2
'
-
4

1

2

"
5

1

2

"
7
'
-
9

1

2

"
2
'
-
1

1

2

"

1
0
'
-
6
"

6
"

±
6
'
-
6
"
 
(
V

.
I
.
F

.
)

6
"

4
'
-
1
1

1

2

"

7
'
-
5
"

7
'
-
1
"

3
'
-
3

1

2

"

1
0
'
-
6
"

6
"

±
1
2
'
-
1
"
 
(
V

.
I
.
F

.
)

5'-8"

5

1

2

"

4'-6"

3'-5

1

2

"

1'-0"6"
6"

5'-8"

9'-8

1

2

"

6"

6" 15'-8" 6"

6"

9'-8" OR COORD. w/ ATTIC

TRUSS MFR. DESIGN

9'-8" OR COORD. w/ ATTIC

TRUSS MFR. DESIGN

6" 13'-0"

2'-4

1

2

"

6"

6
"

1
2
'
-
1
"

5

1

2

"

5
'
-
0
"

7
'
-
1

1

2

"
5

1

2

"

2
8
'
-
0
"

6
"

6" 8'-7" 3'-4" 3'-2" 6"

  3'-1

1

2

" OR

COORD.

w/ REF.

1

1

2

"

5'-4"6"

C
O

O
R

D
.

w
/
 
R

E
F

.

3'-5

1

2

"12'-2

1

2

"

2
'
-
1
"

4
'
-
6
"

1'-10

1

2

"

1'-0"

1
1
'
-
1

1

2

"

4
'
-
0
"

6
"

4'-4

1

2

"3

1

2

"

11'-0"6" 6"

8
"

8
"

8
"

5
1
'
-
9
"

8
"

8
"

8
"

6
'
-
0
"

2
1
'
-
2
"

7
'
-
8
"

WASHING

MACHING

OUTLET BOX

DUCT RISER CHASE

MAY BE LARGER THAN

SHOWN HERE.

COORDINATE MINIMUM

REQUIRED INTERIOR

SHAFT CLEARANCE

WITH DOORS,

CLOSETS, ETC AT ALL

FLOORS

DUCT RISER CHASE

MAY BE LARGER THAN

SHOWN HERE.

COORDINATE MINIMUM

REQUIRED INTERIOR

SHAFT CLEARANCE

WITH DOORS,

CLOSETS, ETC AT ALL
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DUCT RISER TO
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2x NOMINAL

WOOD STUDS
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REQUIRED TO

COORD. w/ APPL.
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2x10 NOM. WOOD ROOF RAFTERS @
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FAN J-BOX

(FUT. FAN

BY OWNER)

FAN J-BOX

(FUT. FAN

BY OWNER)
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PRE-ENGINEERED WD. ROOF

TRUSSES @ 24" O.C. MAX.

11.875" TJI 210s @ 16" O.C. MAX.

15'-8"6" 6"

11.875" TJI 210s @ 16" O.C. MAX.

TJIs, OR, ROOM-IN-ATTIC

TRUSSES @ 16" O.C. MAX.

2x10 NOM. WOOD ROOF RAFTERS @

24" O.C. MAXIMUM, OR, ROOM-IN-ATTIC

TRUSSES @ 16" O.C. MAX.

TJIs, OR, ROOM-IN-ATTIC

TRUSSES @ 16" O.C. MAX.

(3) 1.75" x 11.875" LVL  2.0E BEAM I.J.S.
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(
3
)
 
1
.
7
5
"
 
x
 
1
1
.
8
7
5
"
 
L
V

L
 
 
2
.
0
E

 
B

E
A

M
 
I
.
J
.
S

.

SIMPSON HU612 BEAM

HANGER

SIMPSON HU612 BEAM

HANGER

3 3

3 3

3 3

2
6
6
8

2
6
6
8

4

0

6

8

 

P

R

2668

5

0

6

8

 

P

R

*
2
4
6
8

3
0
6
8

2
6
6
8

3068 PR

P
A

N
T

R
Y

3068 3068

3

0

6

8

2

6

6

8

3

0

6

8

2

8

6

8

2868

3068

3
'
-
9
"

3

0

6

8

ATTIC

STORAGE

BEDROOM 2

HALL

BEDROOM 1

BATH

M. BEDROOM

MUD RM.

HALL

KITCHEN

DINING RM.

LIVING RM.
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UNFINISHED BASEMENT

4" CONC. SLAB w/ 6x6 W1.4XW1.4

WWF 2500 PSI o/ 6 MIL. PVB

COMPACTED GRAVEL FILL

SIMPSON HU612 BEAM

HANGER

(3) 1.75" x 11.875" LVL  2.0E BEAM I.J.S.

SIMPSON HU612 BEAM

HANGER

(2) 1.75" x 11.875" LVL

2.0E BEAM I.J.S.

(3) 1.75" x 11.875" LVL  2.0E BEAM I.J.S.

200A ELEC. SVC. PANEL

(FINAL LOCATION T.B.D.)

CONCRETE CASED

ELECTRODE IN FOUNDATION

FOOTING, AT LEAST 20'

LONG, & ELECTRICALLY

CONDUCTIVE COATED #4

STEEL REBAR
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5 SHELVES

OVERFLOW PAN w/

DRAIN AT WASHING

MACHINE

PASSIVE RADON VENT

SYSTEM PIPE

PASSIVE RADON VENT

SYSTEM PIPE

PASSIVE RADON

VENT SYSTEM

PIPE

1. ENTIRE FOUNDATION TO RECEIVE POLYMER ENHANCED

ASPHALT MEMBRANE WATERPROOFING w/ INSULATING

DRAINAGE BOARD INSTALLED PER MFR. (WATCHDOG,

OR EQUAL)

2. PROVIDE SOLID WOOD BLOCKING THROUGH FLOOR AT

ALL POST LOCATIONS DOWN TO FOUNDATION.

3. CONTRACTOR IS TO VERIFY ANY REQUIREMENT FOR

WATER STOPPING AT COLD JOINTS IN POURED

CONCRETE FOUNDATION.

GEN. FOUNDATION PLAN NOTES:
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PARKING PAD:

5" 3,500 PSI CONCRETE FLOOR SLAB w/

6x6 W1.4xW1.4 WWF o/ 4" COMPACTED

GRAVEL FILL. PROVIDE CONTROL

JOINTS AS SHOWN

C.J. C.J.

C
.
J
.

C
.
J
.

O
B

S
E

R
V

E
D

S
E

T
B

A
C

K
 
=

 
±
1

6
'
-
2

"

5
4

'
-
5

"
5

4
'
-
5

"
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36"w CONCRETE

WALK

WOOD SIDE

ENTRY PORCH

A/C COMPRESSOR

w/ PAD

EQ
18'-0"

EQ

FUTURE NEW

1.5 STORY

HOME AT 3156

NEBRASKA AVE.

EXISTING 2-STORY

HOME AT 3156

NEBRASKA AVE.

CONC. WALK

PROVIDE STREET

TREE(S) PER ADD'L

SITE NOTES

PROVIDE SHRUBS ALONG

FOUNDATION WALL AND PORCH

AT FRONT WALL. VISIT

MISSOURI BOTANICAL GARDEN

WEBSITE FOR HOMEOWNER

RESOURCES AND

LANDSCAPING

RECOMMENDATIONS

PROVIDE MINIMUM ONE

ORNAMENTAL OR SHADE

TREE IN FRONT YARD

WOOD FRONT

ENTRY PORCH

NOTE:

NO FENCING IS PROPOSED

FOR THIS PROJECT

CODES IN EFFECT IN THE CITY OF ST.  LOUIS, MO:

BUILDING 2018 I.R.C.

ELECTRICAL 2017 N.E.C.

ENERGY 2018 I.E.C.C.

FIRE PREV 2018 I.F.C.

FUEL GAS 2018 FUEL GAS CODE

MECHANICAL 2018 I.M.C.

PLUMBING 2009 U.P.C.

ZONING St. Louis City Ordinance 59979

NOTE: THIS SITE PLAN REFLECTS LAND SURVEY DATA ON THE LOT

LOCATED AT 3158 NEBRASKA AVENUE THAT WAS COMPLETED BY

OTHERS, AND PROVIDED BY THE PROJECT BUILDER.  JEFF DAY &

ASSOCIATES, LLC. ASSUMES NO RESPONSIBILITY FOR ANY LOT

BOUNDARY OR LAND SURVEY DATA AS COLLECTED BY THE

SURVEYOR. THE REFLECTED LAND SURVEY DATA ON THIS SITE

DIAGRAM IS FOR REFERENCE ONLY.  THE PURPOSE OF THIS SITE

DIAGRAM IS TO INDICATE THE LOCATION OF THE PROPOSED NEW

WORK ON THE RESIDENTIAL PROPERTY.

EXCAVATION, SITE EROSION & WORK

VEHICLE TRAFFIC CONTROL NOTES:

· PROVIDE APPROPRIATE SILTATION CONTROL FENCE OR

OR OTHER EQUIVALENT MEASURES AROUND AREAS OF

LAND DISTURBANCE AFTER EXCAVATION AND GRADING

· ASSURE THAT MUD, DIRT AND OTHER

CONSTRUCTION-RELATED DEBRIS IS KEPT ON THE

SUBJECT PROPERTY DURING WORK. WORK VEHICLES

ARE TO USE EXISTING PAVED AREAS WHEREVER

POSSIBLE WHEN ENTERING AND LEAVING SUBJECT

PROPERTY TO AVOID TRACKING ONTO PUBLIC STREET

OR OTHER RIGHTS-OF-WAY

ROOF & ROOF FRAMING NOTES:

1. ROOF CONSTRUCTION: 1/2" PLYWOOD W/MTL. PLYCLIPS OVER

PREFABRICATED WOOD ROOF TRUSSES, OR 2x NOM. WOOD FRAMING

RAFTERS. REFER TO TRUSS MFR. DESIGN DRAWINGS FOR FINAL

LAYOUT @ FRAME MEMBERS.

2. ALL ROOF TRUSS FRAMING TO SPACED @ 24" O.C. MAXIMUM, AND

ROOM-IN-ATTIC TRUSSES @ 16" O.C. MAXIMUM SPACING.

3. ALL OVERFRAME RAFTERS SHALL BE MIN. 2x6 #2 S.Y.P. @ 24" O.C. MAX.

U.N.O.

4. ALL ROOF RAFTERS SHALL BE 2x8 @ 24" O.C. U.N.O.

5. VERIFY THAT INDICATED ROOF PITCHES ARE COORDINATED WITH ALL

EXISTING OR PROPOSED NEW WINDOW OPENINGS

6. ATTIC VENTILATION REQUIREMENTS:    TOTAL SQUARE FOOT OF ATTIC

SPACE OVER CONDITIONED SPACE IS APPROX. 907 SQUARE FEET.

CONTRACTOR TO PROVIDE MINIMUM ONE, ONE HUNDRED FIFTIETH   (1 /

150TH)  OF THAT SQUARE FOOTAGE IN VENTILATION IF AT SOFFITS

ONLY. PROVIDE ONE THREE HUNDREDTH  (1 / 300TH )  IF PROVIDING

VENTILATION BOTH HIGH AND LOW (I.E. ROOF VENTS). CONSULT WITH

SOFFIT VENT & ROOFTOP VENT SUPPLIER FOR PRODUCT VENTILATION

SPECIFICATIONS.

7. PROVIDE 'ICE & WATER SHIELD' OR EQUAL EAVE FLASHING TO 24"

BEYOND INSIDE FACE OF BEARING WALLS AT PERIMETER. PROVIDE

VALLEY FLASHING TO 36" UP EACH ADJACENT ROOF SLOPE BEYOND

VALLEY

1. WALL FRAMING TO BE 2X6 STUDS, OR 2X4 STUDS WHERE NOTED.

2. ALL PLUMBING LAYOUT & FIXTURES SHOWN ON THESE PLANS

INDICATE GENERAL LAYOUT & QUANTITY ONLY.  FINAL PIPING

INCLUDING WATER AND SEWER AND ELECTRICAL SHALL SERVICE ALL

PLUMBING SHOWN ON PLANS.  ALL WORK SHALL BE COMPLETED IN

FULL COMPLIANCE WITH ALL STATE & LOCAL CODES.

3. POSTS: 2-2X'S UNLESS NOTED OTHERWISE. REFER TO BUILT-UP 2X

NOMINAL WOOD POST SCHEDULE ON FLOOR PLANS.

4. PROVIDE SOLID WOOD BLOCKING THROUGH FLOOR AT ALL POSTS TO

STRUCTURE BELOW.

5. PROVIDE GREEN BOARD OR WATER RESISTANT GYPSUM DRYWALL AT

ALL WET WALLS.

6. INSTALL DRYWALL FURRING AS REQUIRED TO CONCEAL ALL PIPES,

DUCTS, ETC.

7. ALL DIMENSIONS ARE APPROXIMATE, AND WILL NEED FIELD VERIFY

PRIOR TO FINAL CABINETRY & FIXTURE LAYOUTS.

8. BEAMS AND HEADERS: 2-2x10'S UNLESS NOTED OTHERWISE. (ALL

OPENINGS ARE TO RECEIVE HEADERS OR BEAMS).

9. FIRE BLOCKING IS REQUIRED BETWEEN STAIRWAY STRINGERS AT THE

TOP OF BOTTOM OF THE RUN. ENCLOSED ACCESSIBLE SPACES

UNDER STAIRS SHALL HAVE WALLS, UNDER STAIR SURFACE AND ANY

SOFFITS PROTECTED ON THE ENCLOSED SIDE WITH MINIMUM 1/2"

GYPSUM BOARD.

10. ALL DRYWALL INCLUDING BUT NOT LIMITED TO CEILINGS AND WALLS

SHALL BE HUNG WITH MIN. 1 1/2" DRYWALL SCREWS.

11. THE ARCHITECT AND THE ARCHITECT'S EMPLOYEES AND

CONSULTANTS SHALL HAVE NO RESPONSIBILITY FOR THE DISCOVERY,

PRESENCE, HANDLING, REMOVAL, OR DISPOSAL OF, OR EXPOSURE OF

PERSONS TO HAZARDOUS MATERIALS IN ANY FORM AT THE PROJECT

SITE, INCLUDING, BUT NOT LIMITED TO, ASBESTOS, ASBESTOS

PRODUCTS, POLYCHLORINATED BIPHENYL (PCB) OR OTHER TOXIC

SUBSTANCES.REFER TO GENERAL SPECS. FOR ADDITIONAL PROJECT

CRITERIA.

GENERAL PLAN NOTES

(SEE ALSO: GENERAL FOUNDATION PLAN NOTES)

ELECTRICAL NOTES:

1. THE ELECTRICAL LAYOUT SHOWN ON THESE PLANS IS FOR SCHEMATIC PURPOSES ONLY. OWNER SHALL CONFIRM FINAL

ELECTRICAL LAYOUT WITH ELECTRICAL SUB-CONTRACTOR

2. AT ALL RECESSED LIGHT FIXTURES IN CEILINGS ADJACENT TO UNCONDITIONED SPACE, PROVIDE RATED, AIRTIGHT, TYPE IC

HOUSINGS.

3. COMPLY WITH CODE SECTION R313.1.1 WITH REGARD TO THE REQUIREMENT TO UPGRADE THE EXISTING SMOKE DETECTION

SYSTEM.

4. A CARBON MONOXIDE ALARM COMPLYING WITH UL2034-2008 SHALL BE INSTALLED OUTSIDE OF EACH SEPARATE SLEEPING

AREA IN THE IMMEDIATE VICINITY OF THE BEDROOMS IN DWELLING UNITS WITHIN WHICH FUEL-FIRED APPLIANCES ARE

INSTALLED, AND IN DWELLING UNITS THAT HAVE ATTACHED OR BASEMENT GARAGES.

DUPLEX OUTLET

WATER PROOF (WP)

GROUND FAULT

INTERRUPTER (GFI)

SPECIALTY OUTLET

T.V. OUTLET

EXHAUST VAN

SURFACE MOUNTED

ELECTRIC SYMBOLS

EXHAUST FAN/LIGHT

WATERPROOF/UL LISTED

(WP/UL)

RECESSED CAN LIGHT

(ALL CANS ON DIMMERS)

UNDER CAB'T. LIGHT

WALL MOUNTED

PENDANT FIXTURE

SMOKE & CARBON

MONOXIDE DETECTOR

SWITCH

3-WAY (3)

RECESSED WALL

WASHER

EXTERIOR FLOOD

CEILING FAN

CHANDELIER

EXHAUST FAN w/

LIGHT

WP/GFI

240v

WP/UL

1. WALL FRAMING TO BE 2X6 STUDS, OR 2X4 STUDS WHERE NOTED.

2. ALL PLUMBING LAYOUT & FIXTURES SHOWN ON THESE PLANS INDICATE GENERAL LAYOUT &

QUANTITY ONLY.  FINAL PIPING INCLUDING WATER AND SEWER AND ELECTRICAL SHALL SERVICE

ALL PLUMBING SHOWN ON PLANS.  ALL WORK SHALL BE COMPLETED IN FULL COMPLIANCE WITH ALL

STATE & LOCAL CODES.

3. POSTS: 2-2X'S UNLESS NOTED OTHERWISE. REFER TO BUILT-UP 2X NOMINAL WOOD POST SCHEDULE

ON FLOOR PLANS.

4. PROVIDE SOLID WOOD BLOCKING THROUGH FLOOR AT ALL POSTS TO STRUCTURE BELOW.

5. PROVIDE GREEN BOARD OR WATER RESISTANT GYPSUM DRYWALL AT ALL WET WALLS.

6. INSTALL DRYWALL FURRING AS REQUIRED TO CONCEAL ALL PIPES, DUCTS, ETC.

7. ALL DIMENSIONS ARE APPROXIMATE, AND WILL NEED FIELD VERIFY PRIOR TO FINAL CABINETRY &

FIXTURE LAYOUTS.

8. BEAMS AND HEADERS: 2-2x10'S UNLESS NOTED OTHERWISE. (ALL OPENINGS ARE TO RECEIVE

HEADERS OR BEAMS).

9. FIRE BLOCKING IS REQUIRED BETWEEN STAIRWAY STRINGERS AT THE TOP OF BOTTOM OF THE RUN.

ENCLOSED ACCESSIBLE SPACES UNDER STAIRS SHALL HAVE WALLS, UNDER STAIR SURFACE AND

ANY SOFFITS PROTECTED ON THE ENCLOSED SIDE WITH MINIMUM 1/2" GYPSUM BOARD.

10. ALL DRYWALL INCLUDING BUT NOT LIMITED TO CEILINGS AND WALLS SHALL BE HUNG WITH MIN. 1

1/2" DRYWALL SCREWS.

11. THE ARCHITECT AND THE ARCHITECT'S EMPLOYEES AND CONSULTANTS SHALL HAVE NO

RESPONSIBILITY FOR THE DISCOVERY, PRESENCE, HANDLING, REMOVAL, OR DISPOSAL OF, OR

EXPOSURE OF PERSONS TO HAZARDOUS MATERIALS IN ANY FORM AT THE PROJECT SITE,

INCLUDING, BUT NOT LIMITED TO, ASBESTOS, ASBESTOS PRODUCTS, POLYCHLORINATED BIPHENYL

(PCB) OR OTHER TOXIC SUBSTANCES.REFER TO GENERAL SPECS. FOR ADDITIONAL PROJECT

CRITERIA.

GENERAL PLAN NOTES

(SEE ALSO: GENERAL FOUNDATION PLAN NOTES)
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NO.

ROOM NAME

CEILING

HEIGHT

NORTH WALL SOUTH WALL EAST WALL WEST WALL

* RESILIENT FLOORING SHALL BE EITHER LUXURY VINYL PLANK SYSTEM OR HIGH QUALITY SHEET VINYL BY ARMSTRONG OR EQUAL

**  ALL WET ROOMS (I.E. LAUNDRY AND BATHS) SHALL HAVE WOOD OR OTHER RESILIENT BASE TRIM. DO NOT USE MDF BASE TRIM IN WET ROOMS.
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WALL FINISH
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8" NOMINAL RAKE FASCIA

w/ COMPOSITE TRIM

6" NOMINAL RAKE FASCIA

w/ COMPOSITE TRIM

PREFINISHED ALUMINUM

GUTTER, TYPICAL
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BSMT

T.O.F.

1st FL

PLATE

2nd FL

TOP PLATE

10" NOM. COMPOSITE TRIM BAND w/ DRIP RAIL

GABLE-END WALL BEYOND

COMPOSITE LAP SIDING w/ SYSTEM

TRIP PIECES AT DOORS, WINDOWS

AND CORNERS
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BSMT

T.O.F.

1st FL

PLATE

2nd FL

TOP PLATE

GABLE-END WALL BEYOND

COMPOSITE LAP SIDING

w/ SYSTEM TRIM PIECES

AT DOORS, WINDOWS

AND MINIMUM 6" TRIM

BOARDS AT CORNERS

7
'
-
6
"

1
'
-
2

1

8

"

8
'
-
1
"

1
'
-
0

5

8

"

8
'
-
1
"

BSMT

T.O.F.

1st FL

PLATE

2nd FL

TOP PLATE

1

A4

1

A4

12" x 18" LOUVER

VENT w/ TRIM KIT

PREFINISHED ALUMINUM

GUTTER, TYPICAL

WOOD DECK w/ SOULARD STYLE

RAILING SYSTEM- SEE DETAIL 2/A4

1

A4

SIM
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36" x 60"

S.H.

36" x 60"

S.H.

36" x 60"

S.H.

36" x 60"

S.H.

36" x 60"

S.H.

36" x 60"

S.H.

36" x 60"

S.H.

36" x 60"

S.H.

30" x 60"

S.H.

30" x 60"

S.H.

30" x 60"

S.H.

EGRESS

EGRESS EGRESS

EGRESS EGRESS

EGRESS WINDOW WELL- SEE

DETAILS IN THESE DOCUMENTS

10

A4

T.G.

T.G.

CONTINUOUS RIDGE VENT

MEDIUM-GRAY COLOR, 25-YEAR ARCHITECTURAL GRADE ASPHALT SHINGLES

MEDIUM-GRAY COLOR, 25-YEAR ARCHITECTURAL GRADE ASPHALT SHINGLES

CONTINUOUS RIDGE VENT

WOOD DECK AND  SOULARD

STYLE RAILING SYSTEM- SEE

DETAIL 2/A4 WOOD DECK AND  SOULARD STYLE

RAILING SYSTEM- SEE DETAIL 2/A4

8" NOMINAL RAKE FASCIA

w/ COMPOSITE TRIM

6" NOMINAL RAKE FASCIA

w/ COMPOSITE TRIM

PREFINISHED ALUMINUM

GUTTER, TYPICAL

12" x 18" LOUVER

VENT w/ TRIM KIT

COMPOSITE LAP SIDING w/

SYSTEM TRIP PIECES AT DOORS,

WINDOWS AND CORNERS

PREFINISHED ALUMINUM

GUTTER, TYPICAL

BSMT

T.O.F.

1st FL

PLATE

2nd FL

TOP PLATE

7
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-
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10" NOM. COMPOSITE TRIM BAND w/ DRIP RAIL

ENTRY DOOR CANOPY w/ WOOD

SUPPORT BRACKETS- SEE DETAIL

WOOD DECK w/ SOULARD STYLE

RAILING SYSTEM- SEE 2/A4

PREFINISHED ALUMINUM

GUTTER, TYPICAL

PREFINISHED ALUMINUM

GUTTER, TYPICAL

1

A4

7

A3

7

A3

METAL WALL FLASHING

METAL WALL FLASHING

2.5

12

4x4 OR 6x6 NOMINAL TIMBER BRACKETS-

RIP AS MAY BE APPROPRIATE FOR BEST

PROPORTIONS

8" NOMINAL COMPOSITE TRIM

BAND w/ DRIP CAP

COMPOSITE PANEL CLADDING

MINIMUM 12"Ø CONCRETE PIERS

LATTICE SKIRT PANEL BELOW PORCH

DECK AT STREET-FACING SIDE MIN.

LATTICE SKIRT PANELS BELOW

PORCH DECK AND STAIR AT ALL

STREET-VISIBLE SIDES OF

PORCHES, TYPICAL

LATTICE SKIRT PANELS BELOW

PORCH DECK AND STAIR AT ALL

STREET-VISIBLE SIDES OF

PORCHES, TYPICAL

36" x 60"

S.H.

36x20

FIXED

36x20

FIXED

PROVIDE WINDOW COVERINGS AT

STREET FACADE ELEVATION

NOTE:

ALL EXTERIOR WOOD PORCHES

ARE TO BE PAINTED

ALL EXPOSED AREA OF CONCRETE FOUNDATION MUST BE PAINTED

ALL EXPOSED AREAS OF CONCRETE

FOUNDATION TO BE PAINTED

ALL EXPOSED AREAS OF CONCRETE

FOUNDATION TO BE PAINTED

ALL EXPOSED AREAS OF

CONCRETE FOUNDATION

TO BE PAINTED

HOLD DOWN TOP OF POST PIERS

TO MAXIMUM 2" OUT OF GRADE,

AND USE 'GROUND CONTACT'

TYPE P.T. WOOD

RETURN 10" TRIM BAND

AT EACH SIDE TO END OF

ROOF EAVE HERE

RETURN 10" TRIM BAND

AT EACH SIDE TO END OF

ROOF EAVE HERE

HOLD DOWN TOP OF POST PIERS

TO MAXIMUM 2" OUT OF GRADE,

AND USE 'GROUND CONTACT'

TYPE P.T. WOOD

HOLD DOWN TOP OF POST PIERS

TO MAXIMUM 2" OUT OF GRADE,

AND USE 'GROUND CONTACT'

TYPE P.T. WOOD

MINIMUM 12"Ø CONCRETE PIERS-

HOLD DOWN TOP OF POST PIERS

TO MAXIMUM 2" OUT OF GRADE,

AND USE 'GROUND CONTACT'

TYPE P.T. WOOD

CONTINUOUS 10" NOMINAL SILL BOARD w/ DRIP RAIL

CONTINUOUS 10" NOMINAL SILL BOARD

w/ DRIP RAIL

10" SILL BOARD w/ DRIP RAIL

NOTE:

ALL EXTERIOR WOOD

PORCHES ARE TO BE PAINTED

NOTE:

ALL EXTERIOR WOOD PORCHES

ARE TO BE PAINTED

COMPOSITE LAP SIDING w/ SYSTEM

TRIM PIECES AT DOORS, WINDOWS

AND MINIMUM 6" TRIM BOARDS AT

CORNERS

10" SILL BOARD w/ DRIP RAIL

COMPOSITE LAP SIDING w/

SYSTEM TRIM PIECES AT DOORS,

WINDOWS AND MINIMUM 6" TRIM

BOARDS AT CORNERS

EMERGENCY ESCAPE & RESCUE NOTES:

ALL BEDROOMS AND BASEMENTS WITH A PARTIAL OR COMPLETE

FINISH MUST HAVE ONE WINDOW FOR EMERGENCY ESCAPE MEETING

THE FOLLOWING MINIMUMS:

· MAXIMUM HEIGHT TO CLEAR OPENING = 44"

· MINIMUM CLEAR WIDTH = 20"

· MINIMUM CLEAR HEIGHT = 24"

· MINIMUM CLEAR OPENING AREA = 5.7 SQ. FT.

EXCEPTION- WINDOWS LESS THAN 44" ABOVE THE EXTERIOR GROUND

MAY HAVE A MIN. NET CLEAR OPENING OF 5.0 SQ. FT. THE

EMERGENCY ESCAPE WINDOW SHALL BE OPERABLE FROM THE INSIDE

WITHOUT THE USE OF SPECIAL KNOWLEDGE, TOOL OR EXTRA FORCE,

BEYOND THAT REQUIRED FOR NORMAL OPERATION. CONTRACTOR IS

TO ASSURE THAT DOUBLE-HUNG WINDOW UNITS IDENTIFIED AS

"EGRESS" ON THESE PLANS ARE MANUFACTURED UNITS.

1. SLOPE GRADE AWAY FROM FOUNDATION

MINIMUM 6" IN 10'-0", OR TO A SWALE, OR TO A

YARD DRAIN. PROVIDE SWALE AT MIDPOINT

BETWEEN SIDE YARDS OF ADJACENT

PROPERTIES. GRADE ELEVATIONS SHOWN ON

THESE DOCUMENTS ARE APPROXIMATE. ALL

FINAL GRADING PER OWNER AND/OR

CONTRACTOR

2. FIELD VERIFY DOWNSPOUTS TO DRAIN BOOT,

OR TO DAYLIGHT.

3. FOOTINGS: BOTTOM OF ALL FOOTINGS TO BE

SET ON VIRGIN SOIL AND SHALL BE MINIMUM 30"

BELOW FINISH GRADE LINE, OR PER LOCAL

JURISDICTION REQUIREMENTS (I.E. MAY BE

DEEPER THAN 30")

4. REFER TO ALL WINDOW OPENING AND WINDOW

FLASHING DETAILS IN THESE DOCUMENTS.

5. WINDOW DESIGNATIONS: GENERIC WINDOW

DESIGNATIONS ARE USE DON THE ELEVATIONS

APPROXIMATE INCH DIMENSION SIZES. WINDOW

VALUES SHALL BE AS FOLLOWS: U-VALUE: 0.40

MAXIMUM, MINIMUM R-VALUE FOR WINDOWS

SHALL BE R-3, SHGC (SOLAR HEAT GAIN

COEFFICIENT) SHALL BE 0.33 OR BETTER.

6. COORDINATE WINDOW SILLS AND HEADS WITH

STRUCTURAL HEADERS AND PLATES, AND WITH

ROOF SLOPES. PROVIDE MINIMUM 6" DISTANCE

BETWEEN FOR WALL FLASHING

7. WINDOW STOP DEVICE MEETING ASTM F 2090-10

IS REQUIRED TO BE INSTALLED TO PREVENT

FALLS

EXTERIOR ELEVATION NOTES:

A2

Jeff Day & Associates, LLC

Missouri State Certificate of Authority #

A-2009027415

DATE

PROJECT #

ISSUE

14311 Manchester Road

Manchester, Missouri  63011

NO: DATE:
DESCRIPTION:

11.09.20

19 27

09.09.19

J
o
h
n
 
Q

.
 
W

i
m

m
e
r
 
-
 
A

r
c
h
i
t
e
c
t

#
 
A

-
2
0
1
2
0
2
1
4
0
2

H

C

R

A

T

C

I

E

T

A
-
2
0
1
2
0
2
1
4
0
2

M

Q
U

I
N

C
Y

 
 
W

I
M

M
E

R

F J
O

H
N

S

U
N

T

T

A

E

O

I

R

R
E

B

S

S

M

I

O

U

3158

Nebraska

Avenue

CRO Review Set

DRAWN BY CHECKED BY

JQW JKD

11.09.20 CRO Comments

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
Benton Park West Neighborhood St. Louis, MO 63139

AutoCAD SHX Text
A New 1.5-Story Home at



±15'-11" BEAM CENTER TO BEAM CENTER

2

A3
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11'-0"

±11'-2

1

2

" BEAM CENTER

TO BEAM CENTER

±3'-9"

±12'-1" TO INSIDE F.O.

FOUNDATION WALL
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T

O
 
3

'
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2
"

MINIMUM 2x12 NOMINAL

WOOD STAIR CARRIAGES

@ 16" O.C.

2x NOMINAL TREADS & 1x

NOMINAL RISERS, TYPICAL

STAIR NEWEL AND BANISTER

SYSTEM IN STYLE SELECTED

BY OWNER

(3) 1.75" x 11.875" 2.0E LVL

BEAM. SEE FLOOR PLAN

(3) 1.75" x 11.875" 2.0E LVL

BEAM. SEE FLOOR PLAN

2x NOMINAL WOOD RAFTER

CONSTRUCTION (OPTION

FOR ATTIC TRUSSES)

METAL WALL FLASHING AT

WALL-TO-ROOF INTERSECTION

2x4 NOM. WOOD OUTRIGGERS @

24" O.C. MAXIMUM- NOTCH TOP

CHORD OF GABLE-END TRUSS

TO ALLOW

EXTERIOR GRADE SOFFIT ON 2x4

EAVE FRAMING @ 24" O.C. MAX.

8" NOM. COMPOSITE RAKE

FASCIA ON 2x NOMINAL

BACKER

COMPOSITE LAP SIDING w/ SYSTEM

TRIP PIECES AT DOORS, WINDOWS

AND CORNERS

TYPICAL EXTERIOR WALL

CONSTRUCTION- SEE 2/A4

6
"

M
I
N

.

1'-0"

CLOSET DOOR IN BEDROOM 2

STAIR HALL DOOR

(3) 1.75" x 11.875" 2.0E LVL

2EAM. SEE FLOOR PLAN

SIMPSON METAL STRAP HANGER

AT EACH CARRIAGE

±4'-4"

8
"

±1'-0"

THICKEN SLAB EDGE

BELOW STAIR CARRIAGES

4" CONC. SLAB w/ 6x6 W1.4XW1.4

WWF 2500 PSI o/ 6 MIL. PVB

COMPACTED GRAVEL FILL

TYPICAL SHED DORMER ROOF

CONSTRUCTION- SEE 1/A4

TYPICAL ROOF & ROOF FRAMING

NOTES, DRAWING SHEET A1

MIN. 

1

2

" DRYWALL AT

UNDERSIDE OF FLOOR

JOISTS THROUGHOUT

UNFINISHED BASEMENT

2x NOM. P.T. WOOD CLEAT

BRING CARRIAGES DOWN

INTO 1st FLOOR PLATFORM

AS SHOWN TO FRAME INTO

STAIR HEADER w/ METAL

HANGERS

±3'-2

1

2

"

TYPICAL MAX. RISE / MIN.

RUN AT ALL INTERIOR

STAIRS

TYPICAL INTERIOR FLOOR

CONSTRUCTION- SEE 2/A4

DOUBLE FLOOR JOISTS

BELOW PARALLEL WALLS

ABOVE

SEE DIVISION 7 IN GENERAL

NOTES FOR MINIMUM REQUIRED

BUILDING INSULATION IN TRUSS

SPACE, WALL STUD CAVITIES,

FLOOR JOIST CAVITIES, ETC.

STAIR NOTES

:

1.  maintain 6'-8" min. vert. clearance at stairs and landings.

2. at all stair runs where open railing is installed, balusters shall not exceed 4" spacing o.c.

3. all risers to be closed with 1x nom. boards

4. all non-cirucular railings to be 2 1/4" graspable, and shall be 34" to 38" above nosing as outlined in 2012 i.r.c.

5. all landings to be 2x8 min. joists. anchor ledgers where necessary into stud walls w/6" long 3/8" dia. lag bolts into

studs. three lag bolts into each stud.

6. stair risers to be 7.75" maximum height, and stair treads to be min. 10" in depth, with min. 1" nosing.

7. fire blocking is required between stairway stringers at the top & of bottom of the run. Enclosed accessible spaces

under stairs shall have walls, under stair surface and any soffits protected on the enclosed side with minimum 

1

2

"

gypsum board.

8. Stairs with four or more risers, the handrail ends shall return to the wall or the newel post. handrails shall not project

more than 4 1/2" into the required stairway width.

9. Stair carriages to be minimum 2x12s at maximum 16" o.c. spacing. 3 minimum carriages per stair run.

10. Maximum 

3

8

" variation for both treads and risers per 311.7.5.2
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1 

1

2

" MIN.

1/2" GYP. BOARD ON 2X4" NOM. WD.

STUDS @ 16" O.C.

2" NOM. WOOD NAILER, LET INTO

WALL STUDS

PROVIDE HANDRAIL w/MIN. 200 LB.

DOWNWARD FORCE RESISTANCE

CAPACITY. HANDRAIL ENDS SHALL

RETURN INTO WALL OR TERMINATE

INTO NEWEL POST

2"

MAX.

NEW WINDOW UNITS AS

SELECTED BY OWNER- SEE

ELEVATIONS FOR SIZE

WD. SILL AND APRON

PROFILES AS SELECTED

BY OWNER

METAL OR MEMBRANE

FLASHING AT NEW WINDOW

AND DOOR OPENINGS

TRIM PROFILES AS

SELECTED BY OWNER

MTL. WALL FLASHING

TYP. EXT. WALL CONSTRUCTION,

SEE WALL SECTION DETAILS

FOR STUD SIZE

TYPICAL WINDOW AND DOOR

OPENING HEADER PER GENERAL

PLAN NOTES, U.N.O.

SEE DIVISION 7 IN GENERAL

NOTES FOR MINIMUM

REQUIRED BUILDING

INSULATION IN TRUSS SPACE,

WALL STUD CAVITIES, FLOOR

JOIST CAVITIES, ETC

TYPICAL AT WINDOW & DOOR:

COMPOSITE SIDING SYSTEM

MOLDINGS

WINDOW NAIL FLANGE SET IN

CONTINUOUS BEAD OF

SEALANT AROUND

PERIMETER

ALL WINDOWS TO INCLUDE

MFRs. HEAD DRIP FIN

SLIP HEAD FLASHING UNDER HOUSE

WRAP & OVER TOP FIN

TAPE SLIT TO HEAD FLASHING

STRIP USING A WATERPROOF

BUILDING TAPE (TYVEK

FLEXWRAP)

PERIMETER SELF

ADHESIVE FLASHING

SLIT HOUSE WRAP

±3"

APPLY SEALANT TO

FLASHING JUNCTION

FLASHING

INTEGRAL w/

WINDOW

FLASHING

INTEGRAL w/

WINDOW

3
'
-
8
"
 
M

A
X

.
 
A

.
F

.
F

.

EMERGENCY ESCAPE AND

RESCUE WINDOW PER

EGRESS WELL MFR, OR

SEE EXTERIOR

ELEVATIONS FOR SIZE

LEXAN OR OTHER TRANSPARENT

POLY GRATE COVER

FINISHED GRADE 3" (MIN.)

BELOW T.O. WELL - SLOPE

GRADE AWAY FROM WELL

EXPANDED METAL SAFETY

COVER- ALWAYS UNLOCKED

FROM INTERIOR & EASILY

OPERATES W/OUT SPECIAL

KNOWLEDGE OR EQUIPMENT

WELL DRAINAGE SYSTEM

PER MFR- CONNECT TO

INTERIOR DRAINAGE

SYSTEM AS SHOWN

EXTERIOR WALL AND INTERIOR

FLOOR CONSTRUCTION PER

PLANS AND DETAILS IN THESE

DOCUMENTS

WINDOW WELL PER MFR.

ANY REQUIRED ESCAPE

LADDER PER MFR.

WELL BOTTOM AS

PROVIDED BY MFR, OR

GRAVEL BASE TO ALLOW

PERCOLATION DRAINAGE

TO TILE BELOW

CAST APPROPRIATE PIPE

SLEEVE INTO FOOTING

PRIOR TO LAYING DRAIN PIPE

CONNECTION

THICKEN FOOTING TO

MINIMUM 18" WHERE PIPE

SLEEVE IS CAST IN, AND

COORDINATE #4 BOTTOM

BARS WITH SLEEVE

PRE-FAB WDW. WELL W/

LADDER & SAFETY COVER

DRAIN CONNECTED TO

INTERIOR DRAIN TILE, SUMP,

OR TO DAYLIGHT

BSMT. SLAB

NOTES:

1. FINAL LOCATION OF THE EGRESS WINDOW DEPICTED

IN THIS DETAIL DRAWING IS TO BE DETERMINED.

2. NO WALKING SURFACE, PATH, DRIVE, PATIO, ETC., CAN

BE WITHIN 2' OF THE HIGH SIDE OF THE WINDOW WELL

VERTICAL DEPTH OF 44" OR

GREATER REQUIRES A

PERMANENTLY FIXED LADDER

3
'
-
8
"

4
'
-
0
"

48"X48" EGRESS WDW. W/

PREFAB WDW. WELL, LADDER,

SAFETY COVER BY "PRECISE",

OR EQUAL.  DRAIN TIED TO

DRAIN TILE OR TO DAYLIGHT

3'-0"

INT. CLR.

5
'
-
0
"
 
I
N

T
E

R
I
O

R

C
L
E

A
R

1'-0" SEE DIVISION 7 IN GENERAL NOTES FOR

MINIMUM REQUIRED BUILDING

INSULATION IN TRUSS SPACE, WALL

STUD CAVITIES, FLOOR JOIST CAVITIES,

ETC. PROVIDE INSULATION BAFFLE TO

ENSURE CLEAR AIRSPACE FOR

VENTILATION BETWEEN EAVE AND

RIDGE VENT

VENTED EXT. GRADE SOFFIT

PREFIN. ALUMINUM GUTTER

ON 10" NOMIMAL COMPOSITE

FASCIA w/ 2x NOMINAL WOOD

BACKER

SIMPSON H3 OR H4 TIES AT EACH

RAFTER CONNECTION TO PLATE

TYPICAL ROOF CONSTRUCTION- SEE 2/A4

1

1

2

"

M

I
N

.

2.5

12

SCAB ON 2x NOMINAL

OUTRIGGERS TO FRAME EAVE

A3

Jeff Day & Associates, LLC

Missouri State Certificate of Authority #

A-2009027415

DATE

PROJECT #

ISSUE

14311 Manchester Road

Manchester, Missouri  63011

NO: DATE: DESCRIPTION:

11.09.20

19 27

09.09.19

J
o
h
n
 
Q

.
 
W

i
m

m
e
r
 
-
 
A

r
c
h
i
t
e
c
t

#
 
A

-
2
0
1
2
0
2
1
4
0
2

H

C

R

A

T

C

I

E

T

A
-
2
0
1
2
0
2
1
4
0
2

M

Q
U

I
N

C
Y

 
 
W

I
M

M
E

R

F

J
O

H
N

S

U
N

T

T

A

E

O

I

R

R
E

B

S

S

M

I

O

U

3158

Nebraska

Avenue

CRO Review Set

DRAWN BY CHECKED BY

JQW JKD

11.09.20 CRO Comments

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
.

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
MAX.

AutoCAD SHX Text
-

AutoCAD SHX Text
-

AutoCAD SHX Text
Benton Park West Neighborhood St. Louis, MO 63139

AutoCAD SHX Text
A New 1.5-Story Home at



TYPICAL DRAIN TILE:

4" PERFORATED DRAIN TILE w/

FILTER FABRIC CONT. TO SUMP OR

TO DAYLIGHT. OPTION TO PROVIDE

EXTERIOR DRAIN TILE

8" 8"8"

1'-0"

1'-4"

8
"

2
'
-
6
"
 
M

I
N

.
2
"

M
A

X
.

3'-8" (SEE PLAN)

7
.
7
5

"

M
A

X
.

10" MIN.

1
'
-
0
"

7
'
-
1
0
"
 
(
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TYPICAL SILL CONN. DETAIL:

2x4 P.T. SILL PLATE w/ 

1

2

"~ A.B. & 1

1

2

"

WASHERS @ 4'-0" o.c. (8" MIN. INTO

CONC. FOUNDATION) w/ FIBERGLASS

SILL SEALER MIN. 2 BOLTS PER BOARD

TYPICAL AT FLOOR CONNECTION

AIR SEAL JOIST CAVITY @ PERIMETER

w/ SPRAY FOAM INSULATION

TYPICAL INTERIOR SLAB:

4" CONC. SLAB w/ 6x6 W1.4xW1.4

WWF 2500 PSI o/ 6  MIL P.V.B. ON

COMPACTED GRAVEL FILL

SEE DIVISION 7 IN GENERAL NOTES

FOR MINIMUM REQUIRED BUILDING

INSULATION IN TRUSS SPACE,

WALL STUD CAVITIES, FLOOR

JOIST CAVITIES, ETC.

TYP. FLOOR CONSTRUCTION:

3

4

" T&G PLYWOOD SUBFLOOR ON

2x12 #1 SYP FLOOR JOISTS @ 16"

O.C. MAXIMUM

TYPICAL FOUNDATION WALL:

8" CONCRETE w/ (2) #4 BARS,

CONTINUOUS, AT TOP AND

BOTTOM

CONTINUOUS 12" THICK, 24" WIDE

CONCRETE SPREAD FOOTING w/

(2) CONTINUOUS #4 BOTTOM BARS

TYPICAL ROOF CONSTRUCTION:

ASPHALT SHINGLES TO MATCH

EXISTING OVER 1 LYR. #15 ROOF'G.

FELT ON 1/2" PLYWOOD ROOF

SHEATHING

8"  NOMINAL RAKE FASCIA ON

2x NOMINAL WOOD BACKER

VENTED GRADE SOFFIT ON 2x

NOMINAL EAVE FRAMING @ 24" O.C.

(2) 16d NAILS AT  EACH

OUTRIGGER

2x4 NOMINAL WOOD  OUTRIGGERS

@ 24" O.C. MAXIMUM. NOTCH TOP

OF RAKE WALL RAFTER TO ALLOW

TYP. EXTERIOR WALL CONST:

HOUSEWRAP ON 

1

2

" EXT. PLYWD

SHEATHING ON 2x6 NOM. WD. STUDS

@ 16" O.C. w/ MIN. R-20 INSUL.

COMPOSITE LAP SIDING SYSTEM

METAL WALL FLASHING

MINIMUM 12"Ø CONCRETE PIERS. HOLD DOWN TOP OF

POST PIERS TO MAXIMUM 2" OUT OF GRADE, AND USE

'GROUND CONTACT' TYPE P.T. WOOD

THICKEN LANDING AT CONCRETE

WALK BENEATH STAIR CARRIAGE

BEARING

CONTINUOUS P.T. WOOD CLEAT

COMPOSITE RISERS & TREADS

SOULARD STYLE WOOD RAILING

SYSTEM AT PORCH AND STEPS-

SEE INSET DETAIL ABOVE
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AT PORCH CANOPY BRACKETS:

(2) 1/2"Ø THROUGH BOLTS INTO (2) 2x

NOMINAL WOOD BLOCKING BETWEEN

EXTERIOR WALL STUDS, AND INTO

CONTINUOUS DOOR HEADER.  MAXIMIZE

VERTICAL SPACING BETWEEN BOLTS

(2) 2x12 NOMINAL RIM AT STAIR BEARING w/

GALVANIZED METAL JOISTS HANGERS

CONTINUOUS 2x8 NOM.

WOOD LEDGER w/ 1/2"Ø

THROUGH BOLTS @ 16" O.C.

BRING METAL FLASHING

DOWN AND OVER FACE OF

PORCH LEDGER

2" NOMINAL MOLDED HANDRAIL IN

SOULARD STYLE

SOULARD STYLE PICKETS, w/

MAXIMUM 4" SPACE BETWEEN

2x4 NOMINAL WOOD BOTTOM RAIL

IN SOULARD STYLE
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8" NOMINAL COMPOSITE TRIM

BAND w/ DRIP CAP

4x4 OR 6x6 NOMINAL TIMBER

BRACKETS- RIP AS MAY BE

APPROPRIATE FOR BEST

PROPORTIONS

COMPOSITE PANEL CLADDING

ON HOUSEWRAP, o/ 1/2"

EXTERIOR PLYWOOD

SHEATHING

6" NOMINAL COMPOSITE RAKE

FASCIA ON 2x NOMINAL WOOD

BACKER

TYPICAL ROOF CONSTRUCTION ON

2x4 NOMINAL JOISTS LAID FLAT

ACROSS 2x6 NOMINAL WOOD ROOF

RAFTERS @ 24" O.C. MAXIMUM

4
"

M
A

X
.

MINIMUM 2x12 NOMINAL P.T. WOOD STAIR

CARRIAGES @ 16" O.C.  MAXIMUM. PROVIDE

SIMPSON METAL STRAP HANGERS AT RIM

4x4 NOMINAL WOOD POSTS AT

STAIR RAILING
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5x7 SIMPSON "TP" GUSSET PLATE,

NAIL w/ 8d COMMON @ MITERED

RAFTERS, TYP.
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KNEE WALL PLATE

TYPICAL FOUNDATION

WALL- SEE 2/A4

TYPICAL SILL CONNECTION-

SEE 2/A4

TYPICAL EXTERIOR WALL

CONSTRUCTION- SEE 3/A4

VENTED EXTERIOR GRADE

SOFFIT

PREFIN. ALUMINUM

GUTTER ON 10" NOMIMAL

COMPOSITE FASCIA w/ 2x

NOMINAL WOOD BACKER

SCAB ON 2x NOMINAL

OUTRIGGERS TO FRAME EAVE

2x6 NOMINAL COLLAR TIES AT

EACH RAFTER SPACING

SIMPSON H3 OR H4 TIES AT

EACH RAFTER CONNECTION TO

PLATE

TYPICAL INTERIOR FLOOR

FRAMING- SEE 2/A4

SEE DIVISION 7 IN GENERAL

NOTES FOR MINIMUM REQUIRED

BUILDING INSULATION IN TRUSS

SPACE, WALL STUD CAVITIES,

FLOOR JOIST CAVITIES, ETC.

4" CONC. SLAB w/ 6x6 W1.4XW1.4

WWF 2500 PSI o/ 6 MIL. PVB

COMPACTED GRAVEL FILL

OPTION FOR ATTIC TRUSS

PROVIDE PRE-ENGINEERED WOOD

ROOM-IN-ATTIC TRUSSES AS

ALTERNATE TO FIELD-FRAMING AT

EAST AND WEST ENDS OF ROOF

PROVIDE CODE-MINIMUM BUILDING

INSULATION IN WALL STUD AND

ROOF RAFTER CAVITIES IN

ACCESSIBLE ATTIC SPACES

SIMPSON H3 OR H4 TIES AT

EACH TRUSS CONNECTION TO

PLATE

COORDINATE FINAL LOCATION OF

ACCESS DOOR WITH TRUSS SPACE

CLEARANCE. ACCOMMODATE FULL

HEIGHT DOOR IF POSSIBLE

TYPICAL AIR SEAL AT BAND

BOARD- SEE 2/A4

TYPICAL ROOF

CONSTRUCTION- SEE 2/A4

5x7 SIMPSON "TP" GUSSET PLATE,

NAIL w/ 8d COMMON @ MITERED

RAFTERS, TYP.
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KNEE WALL PLATE

TYPICAL FOUNDATION

WALL- SEE 2/A4

TYPICAL SILL CONNECTION-

SEE 2/A4

TYPICAL EXTERIOR WALL

CONSTRUCTION- SEE 3/A4

VENTED EXTERIOR GRADE

SOFFIT

PREFIN. ALUMINUM

GUTTER ON 10" NOMIMAL

COMPOSITE FASCIA w/ 2x

NOMINAL WOOD BACKER

SCAB ON 2x NOMINAL

OUTRIGGERS TO FRAME EAVE

2x6 NOMINAL COLLAR TIES AT

EACH RAFTER SPACING

SIMPSON H3 OR H4 TIES AT

EACH RAFTER CONNECTION TO

PLATE

TYPICAL INTERIOR FLOOR

FRAMING- SEE 2/A4

SEE DIVISION 7 IN GENERAL

NOTES FOR MINIMUM REQUIRED

BUILDING INSULATION IN TRUSS

SPACE, WALL STUD CAVITIES,

FLOOR JOIST CAVITIES, ETC.

4" CONC. SLAB w/ 6x6 W1.4XW1.4

WWF 2500 PSI o/ 6 MIL. PVB

COMPACTED GRAVEL FILL

OPTION FOR ATTIC TRUSS

PROVIDE PRE-ENGINEERED WOOD

ROOM-IN-ATTIC TRUSSES AS

ALTERNATE TO FIELD-FRAMING AT

EAST AND WEST ENDS OF ROOF

PROVIDE CODE-MINIMUM BUILDING

INSULATION IN WALL STUD AND

ROOF RAFTER CAVITIES IN

ACCESSIBLE ATTIC SPACES

SIMPSON H3 OR H4 TIES AT

EACH TRUSS CONNECTION TO

PLATE

COORDINATE FINAL LOCATION OF

ACCESS DOOR WITH TRUSS SPACE

CLEARANCE. ACCOMMODATE FULL

HEIGHT DOOR IF POSSIBLE

TYPICAL AIR SEAL AT BAND

BOARD- SEE 2/A4

TYPICAL ROOF

CONSTRUCTION- SEE 2/A4

CONTINUOUS 10" NOMINAL

SILL BOARD w/ DRIP RAIL w/

BOTTOM FLASHING

ALL EXPOSED AREAS OF

CONCRETE FOUNDATION ARE

TO BE PAINTED
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G E N E R A L     N O T E S

DIVISION 06  CARPENTRY

ALLOWABLE DESIGN VALUES FOR STRUCTURAL WOOD MEMBERS INCLUDING DESIGN STRESSES FOR FLOOR JOISTS AND ROOF

RAFTERS SHALL BE AS SPECIFIED IN AF & PA'S NDS.  LUMBER SHALL BE S4S STOCK, THOROUGHLY SEASONED, MOISTURE CONTENT

SHALL NOT EXCEED 19 PERCENT.

ALL FLOOR FRAMING SHALL BE DESIGNED TO SUPPORT THE FOLLOWING MINIMUMS:

FLOOR AREAS OTHER THAN SLEEPING ROOMS...............................LIVE LOAD 40 LB. PER SQ. FT.

SLEEPING ROOMS.................................................................................LIVE LOAD 30 LB. PER SQ. FT.

BALCONY (EXTERIOR) LESS THAN 100 SQ. FT.................................LIVE LOAD 60 LB. PER SQ. FT.

DECK.......................................................................................................LIVE LOAD 40 LB. PER SQ. FT.

PROVIDE PRESERVATIVE TREATED LUMBER IN THE FOLLOWING LOCATIONS: ALL SILL PLATES, BLOCKING, PLATES, AND GROUNDS IN

CONTACT WITH CONCRETE, MASONRY, OR EARTH.

TRUSSES TO COMPLY WITH TPI 1-2002.  TRUSSED ROOFS AND/OR FLOORS SHALL HAVE INDIVIDUAL TRUSS PLANS INDICATING

SPACING AND ROOF PITCH FOR EACH SPAN UTILIZED.  SHOW TRUSS FRAMING LAYOUT INCLUDING GIRDER LOCATIONS.  TRUSSES

SHALL BE DESIGNED AND SEALED BY A MISSOURI REGISTERED DESIGN PROFESSIONAL WITH REQUIRED LIVE AND DEAD LOAD DESIGN

CRITERIA NOTED, REFERENCE TO THE SPECIFIED 2018 INTERNATIONAL RESIDENTIAL CODE, NFPA , AND TPI 1-2002 AS THE DESIGN

STANDARDS.

SPECIFY ALL LINTELS, BEAMS, BEARING WALLS, COLUMNS, TRUSS TO BEARING PLATE CONNECTIONS, TRUSS TO TRUSS

CONNECTIONS, ETC. BASED UPON THE TRUSS LAYOUT PLAN. TRUSSES TO BE ANCHORED WITH METAL HURRICANE TIES AS

INDICATED BY THE STRUCTURAL ENGINEER, AND PER 2018 CUTTING, NOTCHING, AND/OR BORING HOLES IN WOOD BEAMS, JOISTS,

RAFTERS, OR STUDS SHALL NOT EXCEED THE LIMITATIONS NOTED IN THE PERTINENT SECTIONS OF THE  SPECIFIED 2018

INTERNATIONAL RESIDENTIAL CODE, AND AS OUTLINED BY THE JOIST OR BEAM MANUFACTURER.

REINFORCEMENT OF STUDS SHALL BE DONE IN ACCORDANCE WITH THE PERTINENT SECTIONS OF THE SPECIFIED 2018 IRC

NAILING AND FASTENING OF FLOOR, ROOF/CEILING, WALL AND ROOF SHEATHING, AND GYPSUM CONSTRUCTION SHALL BE IN

ACCORDANCE WITH THE PERTINENT TABLES OF THE SPECIFIED 2018 IRC. NAILING OF BRACED WALL PANELS SHALL CONFORM WITH

2018 IRC SECTION 602.10.3

NAILING OF INTERIOR BRACED WALL LINES CONSTRUCTED WITH PLYWOOD TO BE IN CONFORMANCE WITH THE METHODS OUTLINED

IN THE 2018 IRC

ALL EXTERIOR WALL SHEATHING SHALL BE MINIMUM 1/2" O.S.B. OR PLYWOOD.

WOOD FLOOR JOIST BRIDGING:  PROVIDE SAME AS JOIST, ONE ROW EACH SPAN OF JOIST.  SEE TRUSS MANUFACTURER'S

SPECIFICATIONS FOR FLOOR AND ROOF TRUSS BRIDGING REQUIREMENTS.

A MOISTURE PROTECTION OF WATER-RESISTANT SATURATED FELT BUILDING PAPER, MINIMUM OF 14LB/SQ., OR APPROVED POLY

BASED HOUSE WRAP IS REQUIRED OVER SHEATHING USED BEHIND MASONRY VENEERS.

ALL HEADERS/JOISTS SHALL BE #2 SOUTHERN YELLOW PINE.

ALL HEADERS SHALL BE MINIMUM  (2) 2X10 UNLESS NOTED OTHERWISE.

ALL WOOD POSTS SHALL BE MINIMUM (2) 2x WALL THICKNESS, UNLESS OTHERWISE NOTED.

TOP AND BOTTOM OF ALL CONVENTIONAL, DOUBLE STUD, AND STAGGERED STUD FRAME WALLS TO BE FIREBLOCKED, AS WELL AS

MID HEIGHT OF ALL STUD WALLS 9'-0" IN HEIGHT OR TALLER.

FIREBLOCKING REQUIRED AT ALL SOFFITS AND DROPPED CEILINGS, AND BETWEEN STAIRWAY STRINGERS AT THE TOP AND BOTTOM

OF THE RUN. SUBCONTRACTOR'S INSTALLATIONS SHALL NOT COMPROMISE INSTALLED FIREBLOCKING, AND THE RESPONSIBILITY TO

MAINTAIN ORIGINAL INTEGRITY OF ROUGH CARPENTER'S INSTALLED FIREBLOCKING IS THAT OF THE SUBCONTRACTOR OR SYSTEMS

INSTALLER. GAPS IN PENETRATIONS THROUGH WOOD FIREBLOCKING SHALL BE FIRESTOPPED WITH MATERIALS APPROVED BY THE

JURISDICTION.

CEILINGS SUSPENDED BELOW WOOD JOISTS OR ATTACHED DIRECTLY TO WOOD FLOOR TRUSSES SHALL BE DRAFTSTOPPED AT 1000

SQ. FT. INTERVALS AND PARALLEL TO MAIN FRAMING MEMBERS.  ACCESS DOORS IN DRAFTSTOPS SHALL BE SELF CLOSING, AND OF

APPROVED MATERIALS.

DIVISION 12  FURNISHINGS

NOT APPLICABLE

DIVISION 13  SPEC. CONST.

NOT APPLICABLE

DIVISION 14  CONV'G SYS.

NOT APPLICABLE

DIVISION 15  MECHANICAL AND PLUMBING SYSTEMS

HVAC:

EACH GAS APPLIANCE SHALL HAVE A GAS SHUTOFF VALVE AND GROUND JOINT UNION.  A SEDIMENT TRAP IS REQUIRED AT EACH APPLIANCE

OR GROUP OF APPLIANCES.  GAS PIPING SHALL BE IDENTIFIED AT INTERVALS OF NO MORE THAN 25 FEET IN CONCEALED LOCATIONS, AND NOT

MORE THAN 50 FEET IN EXPOSED LOCATIONS.

FUEL BURNING APPLIANCES (FURNACES AND WATER HEATERS) INSTALLED IN A PRIVATE GARAGE SHALL HAVE A CLEARANCE OF 18" MINIMUM

(OR HIGHER WHERE REQUIRED BY THE MANUFACTURER) BETWEEN THE GARAGE FLOOR LEVEL AND THE COMBUSTION CHAMBER, AND BE

PROTECTED FROM DAMAGE BY PIPE BOLLARDS OR OTHER APPROVED METHODS. SUSPENDED FUEL BURNING APPLIANCES LOCATED IN

PRIVATE GARAGES SHALL BE INSTALLED WITH A MINIMUM OF 6'-0" CLEARANCE ABOVE THE FLOOR

KITCHEN RANGE WITH HOOD: A 100 CFM FAN, (INTERMITTENT USE) OR A FAN CONTINUOUSLY EXHAUSTING 25 CFM SHALL BE INSTALLED.

KITCHEN RANGE WITHOUT HOOD: NATURAL VENTILATION SHALL BE SUPPLIED THROUGH OPENABLE WINDOWS, WITH A MINIMUM VENT AREA OF

4 % OF THE FLOOR AREA BEING SERVED.

CLOTHES DRYERS SHALL BE INDEPENDENT OF ALL OTHER SYSTEMS, AND EXHAUST TO THE EXTERIOR.

RESIDENTIAL BATHROOMS WITHOUT WINDOWS FOR NATURAL VENTILATION SHALL EXHAUST 50 CFM MINIMUM TO THE EXTERIOR.  IT IS NOT

PERMISSIBLE TO DISCHARGE EXHAUST TO THE ATTIC.

CRAWL SPACES SHALL HAVE A MINIMUM OF 2'-0" CLEAR SPACE MEASURED FROM THE UNDERSIDE OF THE JOIST TO THE INTERIOR GRADE

BELOW, OR 1'-6" WHEN A CONCRETE SLAB IS PROVIDED OVER A 6 mil. VAPOR BARRIER .

CRAWL SPACES REQUIRING CROSS VENTILATION BY NATURAL MEANS SHALL HAVE 1 VENT LOCATED MAXIMUM 3'-0" FROM EACH EXPOSED

CORNER OF THE FOUNDATION.

CRAWL SPACE VENTILATION CAN BE ACHIEVED BY MECHANICAL VENTILATION WITH OUTDOOR AIR IN ACCORDANCE WITH THE MECHANICAL

CODE  AT A RATE OF .05 CFM/SQ. FT. OF AREA (IN LIEU OF NATURAL VENTILATION).

AT LEAST ONE PROGRAMMABLE THERMOSTAT CONTROLLING THE PRIMARY HEATING OR COOLING SYSTEM OF THE DWELLING UNIT SHALL BE

CAPABLE OF CONTROLLING THE HEATING AND COOLING SYSTEM ON A DAILY SCHEDULE.

PLUMBING:

THE WATER SERVICE PIPE AND THE BUILDING SEWER SHALL BE A MINIMUM OF 10'-0" APART HORIZONTALLY.

THE FOLLOWING PROVIDES MINIMUM WATER SERVICE LINES SERVING SINGLE FAMILY RESIDENCES.

1" SERVICE LINE - UP TO 3-1/2 BATHS

1-1/4" SERVICE LINE - UP TO 6 BATHS

1-1/2" SERVICE LINE - MORE THAN 6 BATHS

*THIS COUNT INCLUDES: 1 KITCHEN SINK WITH DISHWASHER, 1 CLOTHES WASHER SUPPLY AND LAUNDRY SINK, AND 2 - 1/2" EXTERIOR

CONTINUOUS HOSE BIBBS.  ROUGH-IN FIXTURES SHALL BE INCLUDED IN THE COUNT.

A FLOOR DRAIN IS REQUIRED FOR A WATER HEATER, AND A FURNACE UNIT WITH A CONDENSING COIL, AND LOCATED WITHIN 15'-0" OF EACH

UNIT AND IN THE SAME ROOM.

CONTRACTOR SHALL PROVIDE SHUT OFF VALVES TO EACH FIXTURE.

CONTRACTOR SHALL USE LEAD FREE SOLDER ON ALL COPPER WATER SUPPLY PIPING.

DIVISION 16  ELECTRICAL SYSTEM

ALL WIRE AND CABLE SHALL BE COPPER INCLUDING SERVICE TO SUB-PANELS.  ALL WIRE SHALL BE RUN CONCEALED, AND SHALL RUN TO CLEAR

ALL OPENINGS.  PROVIDE WIRING IN GALVANIZED CONDUIT ON WALLS IN EXPOSED AREAS (BASEMENT FOUNDATION WALLS, ETC.).

ELECTRICAL PANELS SHALL NOT BE INSTALLED IN BATHROOMS OR CLOTHES CLOSETS.  LIGHTING IS REQUIRED IN THE VICINITY OF THE

ELECTRICAL PANEL.  ELECTRICAL PANELS IN NEW CONSTRUCTION SHALL NOT BE INSTALLED IN AREAS WITH LESS THEN 6'-6" HEADROOM.  A

MINIMUM OF 3'-0" CLEARANCE IS REQUIRED IN FRONT OF ELECTRICAL PANELS.

PROVIDE LIGHTING IN THE FOLLOWING AREAS: MINIMUM 1 WALL SWITCHED LIGHTING OUTLET SHALL BE INSTALLED IN EVERY HABITABLE ROOM,

BATHROOM, HALLWAY, ATTACHED GARAGE AND AT EXTERIOR DOORS.  OCCUPANCY SENSORS MAY BE USED IN ADDITION TO A WALL SWITCH OR BE

EQUIPPED WITH A MANUAL OVERRIDE AND BE LOCATED AT THE CUSTOMARY WALL SWITCH LOCATION.

AT LEAST 1 LIGHTING OUTLET IS REQUIRED IN EACH ATTIC, CRAWL SPACE, BASEMENT OR UTILITY ROOM THAT IS USED FOR STORAGE OR

CONTAINS HEATING, AIR-CONDITIONING OR OTHER EQUIPMENT REQUIRING SERVICING.  THE LIGHT SWITCH SHALL BE LOCATED AT THE POINT OF

ENTRY.

INTERIOR STAIRWAYS TO BE PROVIDED WITH A MINIMUM OF 10 FOOT-CANDLES MEASURED AT EACH TREAD NOSING.  INTERIOR STAIRWAYS SHALL

HAVE ILLUMINATED LIGHTING CONTROLS AT EACH FLOOR LEVEL.  INTERIOR STAIRWAY SWITCHES MUST BE OPERABLE FROM THE TOP AND

BOTTOM OF THE STAIRWAY WITHOUT TRAVERSING ANY STEP OF THE STAIRWAY.  ALL EXTERIOR STAIRWAYS SERVING DWELLING TO HAVE A

MINIMUM OF 1 FOOT-CANDLE MEASURED ON THE TREAD RUNS.  ALL EXTERIOR STAIRWAYS SERVING THE DWELLING SHALL HAVE LIGHTING

CONTROLLED BY ONE OF THE FOLLOWING METHODS: CONTROLS INSIDE THE DWELLING, OR AUTOMATICALLY ACTIVATED WITH A MANUAL

OVERRIDE OR, CONTINUOUSLY OPERATING.

GROUND FAULT CIRCUIT-INTERRUPTION PROTECTION SHALL BE PROVIDED FOR ALL 125 VOLT, SINGLE PHASE, 15 AND 20 AMPERE RECEPTACLES

INSTALLED IN THE FOLLOWING LOCATIONS:

1.) KITCHENS AT COUNTER TOPS, EXCLUDING OUTLET DEDICATED TO REFRIGERATOR OR FREEZER.

2.) ALL GARAGES EXCEPT CEILING MOUNTED RECEPTACLES FOR GARAGE DOOR OPENERS.

3.) OUTDOOR LOCATIONS, INCLUDING WATERPROOF JUNCTION BOX.

4.) UNFINISHED BASEMENTS AND CRAWL SPACES EXCEPT FOR LAUNDRY CIRCUIT AND SINGLE RECEPTACLE DEDICATED TO SUMP PUMPS,

5.) RECEPTACLES INTENDED TO SERVE COUNTER TOP SURFACES, AND RECEPTACLES INTENDED TO SERVE THE COUNTER TOP SURFACES OF A

WET BAR  THAT ARE LOCATED WITHIN 6'-0" OF THE OUTSIDE EDGE OF THE WET BAR SINK.

6.) BATHROOMS

KITCHEN AND DINING AREA COUNTER TOP RECEPTACLES SHALL BE SUPPLIED BY AT LEAST 2 DIFFERENT CIRCUITS.  RECEPTACLES SHALL BE

INSTALLED SO THAT NO POINT ALONG THE COUNTER TOP IS MORE THAN 2'-0" FROM A RECEPTACLE.  ALL COUNTER TOP AREAS 1'-0" WIDE OR

GREATER SEPARATED BY SINKS, RANGES, OR REFRIGERATORS SHALL BE PROVIDED WITH RECEPTACLES.  RECEPTACLES INSTALLED FACE-UP IN

COUNTER WORK SURFACES ARE PROHIBITED.  AT LEAST ONE RECEPTACLE SHALL BE INSTALLED TO SERVE EACH ISLAND OR PENINSULA COUNTER

SPACE THAT IS 2'-0" X 1'-0" OR GREATER.

PROVIDE RECEPTACLES IN BATHROOMS AS FOLLOWS : AT LEAST ONE WALL MOUNTED RECEPTACLE INSTALLED ADJACENT TO EACH BASIN AND

SUPPLIED BY AT LEAST ONE 20 AMPERE

PROVIDE AT LEAST 1 RECEPTACLE IN BASEMENT AND GARAGE IN ADDITION TO THE LAUNDRY RECEPTACLE.  INSTALL OUTDOOR RECEPTACLES,

WEATHER-PROOF TYPE, AT ALL ENTRY DOORS ACCESSIBLE TO GRADE LEVEL, AND NOT MORE THAN 6'-0" ABOVE GRADE LEVEL.

REQUIRED RECEPTACLE OUTLETS LOCATED IN FLOORS SHALL BE WITHIN 18" OF A WALL OR FIXED ROOM DIVIDER AND SHALL BE INSTALLED IN

BOXES LISTED FOR THE PURPOSE.

LIGHTING IN CLOTHES CLOSETS: THE USE OF INCANDESCENT FIXTURES WITH OPEN OR ONLY PARTIALLY ENCLOSED LAMPS AND THE USE OF

PENDANT FIXTURES ARE PROHIBITED, FIXTURES MAY BE LOCATED ONLY WHERE THERE ARE THE FOLLOWING MINIMUM CLEARANCES TO THE

NEAREST POINT OF STORAGE SPACE: SURFACE MOUNTED INCANDESCENT FIXTURES - 12" MINIMUM, AND SURFACE MOUNTED FLUORESCENT

FIXTURES AND RECESSED FIXTURES - 6" MINIMUM.

HANGING FIXTURES, TRACK LIGHTING AND CEILING FANS SHALL NOT BE INSTALLED WITHIN 3'-0" HORIZONTALLY OF A BATHTUB, MEASURED FROM

THE OUTSIDE EDGE OF THE TUB AND 8'-0" VERTICALLY FROM THE TOP OF THE TUB RIM.  RECEPTACLES SHALL NOT BE INSTALLED WITHIN A

BATHTUB OR SHOWER SPACE.

ALL RECEPTACLES PROVIDED IN BEDROOMS SHALL BE ARC-FAULT INTERRUPT.

ALL RECEPTACLES LOCATED IN FIREWALLS SHALL BE MINIMUM 2'-0" AWAY FROM ANY ADJACENT JUNCTION BOX FOR OUTLETS, SWITCHES, OR

LIGHTS. PROVIDE EXPANDING PUTTY WRAP AS MFR'D BY 3M OR EQUAL.

IF THE UNDERGROUND METAL WATER PIPE IS USED AS THE GROUNDING ELECTRODE, THE CONNECTION MUST BE MADE TO THE PIPE WITHIN 5'-0"

OF THE POINT OF ENTRANCE TO THE BUILDING.  A SUPPLEMENTAL GROUNDING ELECTRODE SHALL BE PROVIDED AS SPECIFIED IN NEC SECTIONS

250-81 OR 250-83.

DIVISION 07  THERMAL AND MOISTURE PROTECTION

ALL ROOFING UNDERLAYMENT TO BE A MINIMUM OF TYPE 1 PER ASTM D226-97A.  ( NO. 15 ASPHALT FELT.)  REQUIRED UNDER ALL

ASPHALT ROOF SHINGLES

PROVIDE ICE & WATER SHIELD (W.R. GRACE OR EQUAL) UNDER ALL ROOF PITCHES 3:12 OR LESS THAT WILL RECEIVE ASPHALT

ROOFING.

ASPHALT SHINGLES SHALL NOT B USED ON ROOFS WITH SLOPES LESS THAN 2:12

PROVIDE MINIMUM 2 LAYERS OF 15# ROOF FELT UNDER ALL METAL ROOFS WITH 4:12 PITCH OR LESS.

CORROSION-RESISTANT FLASHING IS REQUIRED AT ALL WALL AND ROOF INTERSECTIONS, CHANGES IN ROOF SLOPE OR DIRECTION,

AROUND ALL ROOF OPENINGS, INTERSECTIONS WITH CHIMNEYS, INTERSECTION OF EXTERIOR WALLS AND PORCHES AND DECKS,

ETC.

GUTTERS ARE REQUIRED ON ALL OVERHANGS PROJECTING LESS THAN 3'-0", AND DOWNSPOUTS ARE REQUIRED ON ALL ROOF AREAS,

UNLESS NOTED OTHERWISE.

DOWNSPOUT DISCHARGE SHALL BE DIRECTED AWAY FROM THE FOUNDATION.  SUMP PUMP DISCHARGE AND ROOF DRAINAGE SHALL

BE PIPED TO A STORM DRAIN OR TO APPROVED WATER COURSE.  DISCHARGING TO OR WITHIN 10 FEET OF A SIDEWALK, DRIVEWAY,

STREET, OR IN A MANNER THAT WILL CREATE A NUISANCE TO ADJOINING PROPERTIES IS PROHIBITED.

PROVIDE A DRAIN TILE SYSTEM AROUND THE INSIDE PERIMETER THE FOUNDATION.  AN APPROVED FILTER MEMBRANE SHALL BE

PLACED AROUND THE DRAIN TILE.  THE TILE SHALL BE PLACED ON A MINIMUM OF 2" OF GRAVEL AND HAVE A MINIMUM OF 6" OF

GRAVEL COVER.  DRAIN DISCHARGE SHALL BE BY GRAVITY TO A FLOOR SUMP.  PROVIDE MINIMUM SUMP OF 15" IN DIAMETER X 18"

DEEP WITH A FITTED COVER.  SUMP DRAIN DISCHARGE SHALL BE BY GRAVITY TO DAYLIGHT OR A SUMP PUMP SHALL BE PROVIDED.  A

SUMP PUMP SHALL BE PROVIDED IF THE BASEMENT IS FINISHED OR PARTIALLY FINISHED, OR IF GROUND WATER IS PRESENT.

PROVIDE DRAIN TILE SYSTEM INSIDE OF THE FOUNDATION.  IF GROUND WATER IS PRESENT - PROVIDE DAMPPROOFING OF THE

FLOOR SLAB OF 6-MIL POLYETHYLENE FILM BELOW THE SLAB, WITH JOINTS LAPPED AND SEALED.  THE FOUNDATION SHALL BE

DAMPPROOFED WITH A BITUMINOUS MATERIAL PERMITTED FOR WALL DAMPPROOFING OR ANY OF THE APPROVED WATERPROOFING

METHODS.

BASEMENT WALLS AND FLOORS ARE TO BE TREATED TO PROVIDE RESISTANCE TO THE INFILTRATION OF WATER.  IF GROUND WATER

IS PRESENT - A WATER PROOFING MEMBRANE OF RUBBERIZED ASPHALT, BUTYLRUBBER, OR NEOPRENE WITH THE JOINTS LAPPED

AND SEALED SHALL BE PROVIDED UNDER THE FLOOR SLAB.  THE FOUNDATION IS TO BE WATERPROOFED WITH TWO PLY

HOT-MOPPED FELTS, 6-MIL PVC, 40 MIL POLYMER MODIFIED ASPHALT, 6-MIL POLYETHYLENE, OR AND APPROVED WATERPROOFING

SYSTEM APPLIED ACCORDING TO THE MANUFACTURER'S INSTRUCTIONS.  JOINTS TO BE LAPPED AND SEALED.  ALL JOINTS IN WALLS

AND FLOORS TO BE WATERTIGHT.

BATT OR BLANKET INSULATION INCLUDING THE VAPOR BARRIER, BREATHER PAPER, OR OTHER COVERINGS SHALL NOT BE LEFT

EXPOSED IN UNFINISHED BASEMENTS UNLESS THE MATERIAL HAS A FLAME SPREAD RATING OF 25 OR LESS AND A SMOKE

DEVELOPMENT RATING OF 450 OR LESS.

MINIMUM "R" (RESISTANCE) VALUES REQUIRED.

ROOF/CEILING.................................................................................................................................................................R-49***

WOOD FRAME WALL & BAND BOARDS (2x6)...............................................................................................................R-20

WOOD FRAME WALL & BAND BOARDS (2x4)...............................................................................................................R-13

FLOOR OVER UNHEATED CRAWL SPACE....................................................................................................................R-19

BASEMENT FOUNDATION WALL....................................................................................................................................R-13

SLAB-ON-GRADE FLOORS, HEATED.............................................................................................................................R-7**

UNHEATED   .....................................................................................................................................................................R-13**

*ALL BASEMENT WALLS THAT ARE MORE THAN 50% ABOVE GRADE SHALL BE FULLY INSULATED (MIN. R-13) FROM SLAB TO TOP OF

WALL. **THE INSULATION SHALL BE LOCATED ALONG THE PERIMETER OF THE FOUNDATION WALL DOWNWARD FROM THE SLAB, AND

HORIZONTALLY UNDER THE SLAB, FOR A MINIMUM OF 24". ***EXCEPT IN CITY OF ST. LOUIS (MINIMUM R-38 ACCEPTED)

INSULATE BASEMENT WALLS (FOUNDATION OR FRAME) EXPOSED ABOVE THE FINISHED GRADE/GROUND LEVEL TO A MINIMUM R-13

WHEN THE AMOUNT OF EXPOSED WALL EXCEEDS 20 % EXPOSED WALLS OF THE GROSS FOUNDATION WALL AREA. VERIFY ANY

REQUIRED BASEMENT INSULATION PER SPECIFIC PROJECT IN ST. LOUIS CITY JURISIDICTION (I.E. TYPICALLY NOT REQURIED)

DIVISION 01  GENERAL REQUIREMENTS

THE NOTES CONTAINED HERE-IN ARE NOT PROJECT SPECIFIC, AND ARE INTENDED TO BE A GUIDE FOR MINIMUM CONSTRUCTION STANDARDS

EXPECTED DURING THE CONSTRUCTION OF THIS PROJECT. CONSULT WITH JEFF DAY & ASSOCIATES, LLC IN THE EVENT ALTERNATE CONSTRUCTION

METHODS ARE TO BE USED.

NOTIFY JEFF DAY  ASSOCIATES, LLC IN EVENT OF DISCREPANCIES, OMISSIONS, AND/OR CONFLICTS IN THE DRAWINGS OR SPECIFICATIONS. THE

CONTRACTOR IS NOT AUTHORIZED TO SCALE THE DRAWINGS. ALL QUESTIONS IN REFERENCE TO THE CONTRACT DOCUMENTS, EXCLUDING THOSE

REGARDING FINISH MATERIALS, SHALL BE IMMEDIATELY DIRECTED  TO JEFF DAY& ASSOCIATES, LLC.

CONTRACTOR SHALL BE FAMILIAR WITH STANDARDS SET FORTH IN THE 2018 IRC, AS WELL AS ALL CODES AND ORDINANCES SET FORTH BY THE

LOCAL JURISDICTION FOR RESIDENTIAL CONSTRUCTION.

SHOP DRAWINGS SHALL BE SUBMITTED TO THE DESIGNER FOR WINDOWS AND EXTERIOR DOORS FOR REVIEW OF SCOPE, SIZE, AND DESIGN.

DIVISION 03  CONCRETE

MINIMUM SPECIFIED STRENGTH OF CONCRETE, COMPRESSIVE AT 28 DAYS, PSI.

BASEMENT WALLS AND FOUNDATIONS..........................................................................................3,000PSI

BASEMENT SLABS AND INTERIOR SLABS ON GRADE EXCEPT GARAGE SLABS................2,500PSI

DRIVEWAYS, CURBS, WALKS, PATIOS, PORCHES, CARPORT SLABS, STEPS AND OTHER FLAT WORK

EXPOSED TO THE WEATHER, AND GARAGE FLOOR SLABS.....................................................3,500PSI

USE AT LEAST 6 SACKS OF CEMENT PER CUBIC YARD OF CONCRETE.  USE NO MORE THAN 6-1/2 GALLONS OF WATER PER SACK OF CEMENT, OR AS

RECOMMENDED MY CEMENT MANUFACTURER.  CONCRETE FOR ALL BASEMENT WALLS, FOUNDATION WALLS, PORCHES, WALKS, PATIOS, STEPS,

GARAGE AND CARPORT FLOOR SLABS, AND DRIVEWAYS SHALL BE AIR-ENTRAINED.

1/2" DIAMETER ANCHOR BOLTS, PLACED A MAXIMUM OF 6'-0" ON CENTER, SET A MINIMUM OF 8" INTO CONCRETE REQUIRED FOR ALL ANCHORING OF

SILL PLATES  (PROVIDE STAINLESS STEEL BOLTS FOR TREATED SILL PLATES) AROUND ENTIRE FOUNDATION WITH NUTS AND 1-1/2" WASHERS

PROVIDED.  2 BOLTS MINIMUM PER BOARD LENGTH. PROVIDE A BOCA APPROVED SILL SEALER WITH APPROVED  SHIM MATERIALS AND METHODS.

MINIMUM THICKNESS OF CONCRETE FLOOR SLABS: SUPPORTED DIRECTLY ON THE GROUND SHALL BE 3-1/2", SLABS TO BE USED FOR VEHICLE

TRAFFIC SHALL BE MINIMUM 4".

SLOPE EXTERIOR CONCRETE SLABS AT PORCHES AND PATIOS A MINIMUM OF 1/4" PER FOOT AWAY FROM THE BUILDING.

SLOPE GARAGE SLABS MINIMUM 

1

8

" PER FOOT TOWARD OVERHEAD DOORS.

AN APPROVED VAPOR BARRIER OF 6 MIL POLYETHYLENE WITH LAPPED JOINTS OF A MINIMUM OF 6" SHALL BE PLACED BELOW CONCRETE FLOOR

SLABS.  A MINIMUM 4" THICK DRAINAGE COURSE OF 1" TO 1-1/2" CLEAN CRUSHED LIMESTONE OR RIVER GRAVEL IS REQUIRED UNDER ALL SLABS, AND

UNDER BASEMENT FLOOR SLABS IT SHALL PROVIDE CONTINUOUS DRAINAGE TO A SUMP.

PROVIDE AIR ENTRAINMENT IN ALL SLABS EXPOSED TO POSSIBLE FREEZING, INCLUDING BASEMENT SLABS

REINFORCING STEEL TO BE ASTM A-615, GRADE 60.  DEFORMED BARS SHALL CONFORM TO ASTM A-305.  ALL REINFORCING STEEL SHALL BE IN

CONFORMANCE WITH THE LATEST EDITION OF THE ACI MANUAL OF STANDARD PRACTICE FOR REINFORCED CONCRETE STRUCTURES.  LAP BARS AT

LEAST 24 BAR DIAMETERS (12" MINIMUM).

PROVIDE CONCRETE COVER FOR REINFORCING STEEL AS FOLLOWS: FOOTINGS - 3", WALLS - 1-1/2", SLABS - 3/4", AND PIERS - 2".  WELDED WIRE

FABRIC SHALL CONFORM TO ASTM A-185, PLAIN FINISH.  INSTALL 6 X 6 - W1.4 X W1.4 WWF IN ALL SLABS, SET 2" BELOW SLAB SURFACE.

PROVIDE (2) #5 BARS AROUND PERIMETER OF OPENINGS IN FOUNDATION WALLS.  EXTEND MINIMUM 24" BEYOND CORNERS.

PROVIDE A CONCRETE BUTTRESS IN ALL FOUNDATION WALLS WITH AN UNINTERRUPTED SPAN OF 2 1/2 TIMES THE HEIGHT OF THE FOUNDATION

MEASURED FROM THE TOP OF THE FOOTING TO THE TOP OF FOUNDATION WALL. (REFER TO SECTION DETAIL SHEET FOR REINFORCING &

DIMENSIONAL CRITERIA)

DIVISION 02  SITE WORK

SOILS ENGINEER TO VERIFY SOIL CONDITIONS AND BEARING CAPACITY. SOIL BEARING CAPACITY TO BE MINIMUM 2000 POUNDS / SQ. FT.

DWELLINGS SERVED BY WELLS AND/OR ON-SITE SANITARY SEWAGE DISPOSAL SYSTEMS MUST HAVE THOSE FACILITIES APPROVED BY PUBLIC

WORKS PLUMBING INSPECTION DIVISION.  A LOCALLY REGISTERED CIVIL ENGINEER MUST CONDUCT A PERCOLATION TEST AND DESIGN A SEWAGE

DISPOSAL SYSTEM FOR THE SITE.

FINISH GRADES AT THE BUILDING TO BE A MINIMUM OF 8" BELOW THE TOP OF THE FOUNDATION FOR WOOD FRAME OR WOOD FRAME WITH MASONRY

VENEER, AND 6" BELOW FULL MASONRY WALLS.  GRADES SHALL SLOPE AWAY FROM THE FOUNDATION A MINIMUM OF 1"/FOOT FOR A DISTANCE OF

8'-0", OR TO A SWALE.

CONCRETE PIERS AND TO BE 24" INTO VIRGIN SOIL AND A MINIMUM OF 30" BELOW GRADE.

EXCAVATION: FOLLOW OSHA RULES FOR EXCAVATIONS.  STEP BACK EXCAVATIONS AS REQUIRED.

CONCRETE FOOTINGS TO REST A MINIMUM OF 42" BELOW FINISHED GRADE, AND ON VIRGIN SOIL.

DIVISION 04  MASONRY

CONTRACTOR TO TAKE DUE CARE IN INSTALLATION OF BRICK AND OTHER MASONRY COMPONENTS WITH REGARD TO WEATHER PROTECTION,

MORTAR TYPE FOR WEATHER & TEMPERATURE CONDITIONS, ETC.

AT BRICK VENEER TO FRAME WALLS  PROVIDE 22 GAGE GAVANIZED METAL MASONRY WALL TIES AT 16" o.c. VERTICAL, AND 24" o.c. HORIZONTAL..

PROVIDE MINIMUM 1" AIR SPACE

AT BRICK VENEER TO CONCRETE WALLS WHERE BRICK COURSES WILL EXCEED 2 IN HEIGHT,  PROVIDE DOVETAIL ANCHOR JOINTS AT 24" o.c.

HORIZONTAL. DOVETAIL TIES SHALL BE PROVIDED AT 16" VERTICALLY, AND 24" o.c. HORIZONTALLY.

PROVIDE METAL OR POLY RESIN FLASHING AT THE BASE OF THE WALL IN A MANNER TO DIRECT WATER OUT AND AWAY FROM FRAME MEMBERS.

PROVIDE MINIMUM 3/16" WEEP HOLES AT THE BASE OF THE MASONRY VENEER AT MAXIMUM 32" o.c.

GROUT ALL MASONRY BELOW GRADE SOLID, PROVIDE FLASHING AT WALL ABOVE GROUT.

DIVISION 05  METALS

ALL STRUCTURAL STEEL SHALL CONFORM WITH THE LATEST EDITION OF THE AISC SPECIFICATIONS: SHALL BE ASTM STANDARD A-36, TUBES SHALL

BE 46 KSI YIELD: HIGH STRENGTH NUTS, BOLTS, AND WASHERS SHALL CONFORM TO ASTM A-325: ANCHOR BOLTS SHALL CONFORM TO ASTM A-307.

WELDING ELECTRODES SHALL CONFORM TO AWS E-70.  ALL WELDS SHALL CONFORM TO AWS D1.1 REQUIREMENTS.  ALL WELDING SHALL CONFORM

TO THE REQUIREMENTS OF THE AWS AND AISC SPECIFICATIONS, AND SHALL BE DONE BY CERTIFIED WELDERS.

ALL STEEL CLEANED IN ACCORDANCE WITH SSPC-SP3 AND PRIMED WITH TNEMEC COATINGS 1009 OR EQUAL, NOT LESS THAN 2-MIL DRY THICKNESS.

PROVIDE STEEL SHIMS AS REQUIRED TO SUPPORT STEEL BEAMS ON THE FOUNDATION, GROUT REMAINING VOIDS IN BEAM POCKET SPACE SOLID.

FIREPLACE DAMPERS AT FULL MASONRY, WOOD BURNING FIREPLACES TO BE 12 GAUGE CAST IRON.

ALL STEEL LINTELS SHALL BEAR AT LEAST 8" ON MASONRY OR CONCRETE UNLESS OTHERWISE NOTED ON PLANS, REFER TO PLANS FOR LINTEL SIZES

AND / OR SCHEDULES.

DIVISION 08  DOORS AND WINDOWS

WINDOW U-VALUES SHALL BE DETERMINED IN ACCORDANCE WITH NFRC 100, LABELED AND CERTIFIED BY THE MANUFACTURER, OR SHALL BE

ASSIGNED U-VALUES LISTED IN THE CABO MEC TABLE 102.3A.

MINIMUM DOUBLE GLAZING, THERMALLY BROKEN, IS REQUIRED FOR ALL DOORS AND WINDOWS.  A COMPLETE WEATHERSTRIPPED DOOR

SYSTEM IS REQUIRED FOR ALL EXTERIOR DOORS.  **ALL WINDOWS AND DOORS TO BE THERMAL BREAK TYPE.

DOORS BETWEEN GARAGE AND DWELLING TO BE MINIMUM  1-3/4" THICK SOLID CORE WOOD OR STEEL DOOR, OR 1 3/8" HONEYCOMB CORE

STEEL DOOR.  DOOR SILL TO BE A  MINIMUM OF 4" ABOVE THE GARAGE FLOOR

WINDOW WELLS PROVIDED AT LOWER LEVEL EGRESS WINDOWS ARE TO PROJECT MINIMUM 3'-0" FROM FACE OF WINDOW, AND HAVE A MINIMUM

OF 9 SQUARE FEET OF AREA. WELLS EXCEEDING 44" IN DEPTH SHALL HAVE A PERMANENT LADDER OR BE PROVIDED WITH STEPS.

CONTRACTOR SHALL PROVIDE SHOP DRAWINGS AND/OR CUT SHEETS FOR WINDOWS AND DOORS, TO THE DESIGNER FOR REVIEW OF DESIGN

INTENT.

GLAZING IN STORM DOORS, EXTERIOR OR INTERIOR DOORS, GUARDS AND RAILINGS, PATIO DOORS, SHOWER AND BATHTUB TO BE FULLY

TEMPERED (SAFETY) GLASS.

GLAZING IN ANY PORTION OF A BUILDING ENCLOSING BATHTUBS, SHOWERS, HOT TUBS, ETC. INCLUDING ANY AND ALL EXTERIOR WINDOWS

ADJACENT TO SHOWERS, TUBS, ETC. SHALL BE SAFETY GLAZING, TESTED AND LABELED IN ACCORDANCE WITH CPSC 16 CFR, PART 1201

STANDARD

ANY GLAZING MATERIAL ADJACENT TO A DOOR, WITHIN 24" OR LESS MUST BE FULLY TEMPERED (SAFETY) GLASS.

FULLY TEMPERED GLASS IS REQUIRED FOR FIXED OR OPERABLE PANELS THAT MEET ALL OF THE FOLLOWING: INDIVIDUAL PANE GREATER THAN

9 SQ. FT., BOTTOM EDGE LESS THAN 18" ABOVE THE FLOOR, TOP EDGE MORE THAN 36" ABOVE FLOOR, AND WALKING SURFACE WITHIN 36"

HORIZONTALLY.

SLOPED GLAZING AND SKYLIGHTS SHALL CONSIST OF: LAMINATED GLASS WITH 30-MIL POLYVINYL BUTYRAL INTERLAYER OR, APPROVED

PLASTIC.  FULLY TEMPERED GLASS MAY BE USED IF 16 SQ. FT. OR LESS IN AREA, NOT OVER 12' ABOVE THE WALKING SURFACE, WITH GLASS

THICKNESS OF 3/16" OR LESS.

PROVIDE SAFETY GLAZING ADJACENT TO STAIRWAYS, LANDINGS AND RAMPS WITHIN 36" HORIZONTALLY OF THE WALKING SURFACE AND LESS

THAN 60" VERTICALLY ABOVE  THE PLANE OF THE WALKING SURFACE.

PROVIDE SAFETY GLAZING ADJACENT TO STAIRWAYS WITHIN 60" HORIZONTALLY OF THE BOTTOM TREAD IN ANY DIRECTION WHEN THE

EXPOSED SURFACE OF THE GLASS IS LESS THAN 60" ABOVE THE TREAD NOSING.

REFER TO SECTION 09 FINISHES FOR PAINTING OF BATHROM WINDOWS.

DIVISION 09  FINISHES

INTERIOR FINISH MATERIALS SHALL NOT HAVE A FLAME SPREAD RATING EXCEEDING 200, OR A SMOKE DEVELOPMENT INDEX EXCEEDING 450.

DRYWALL INSTALLATION SHALL BE IN ACCORDANCE WITH 2018 IRC SECTION 702.3.  FIRE RATED TYPES SHALL BE

INSTALLED ACCORDING TO TEST ASSEMBLIES AS OUTLINED BY INDIVIDUAL TESTING AGENCY, AND/OR A SPECIFIED WITHIN THE DETAILS OF

THESE DRAWINGS.  ALL DRYWALL TO BE SCREW ATTACHED.

APPROVED WATER RESISTANT GYPSUM BACKER BOARD IS REQUIRED IN ALL BATHROOMS, AND ANY WALLS CONTAINING PLUMBING SUPPLY OR

DRAIN LINES.

AT WOOD WINDOWS LOCATED IN SHOWER STALLS, AND BATHROOMS WITHOUT EXHAUSTS, PROVIDE 2 COATS OF OIL BASED PRIMER, CAULK,

AND THEN PROVIDE 2 COATS FINISH PAINT AT FACE OF WINDOW INSIDE SHOWER OR BATHROOM.

SHOWERS AND BATHTUB/SHOWER ENCLOSURES SHALL HAVE WALLS CONSTRUCTED OF SMOOTH, NONCORROSIVE, NONABSORBENT, AND

WATERPROOF MATERIALS TO A HEIGHT OF NOT LESS THAN 6'-0" ABOVE THE ROOM FLOOR LEVEL.  SHOWER FLOOR SURFACES TO BE SMOOTH,

NONCORROSIVE, NONABSORBENT, AND WATERPROOF MATERIALS.

PROVIDE 6 MIL. POLY-VAPOR BARRIER ON THE "WARM IN WINTER" SIDE OF ALL FRAMED WALLS, FLOORS, AND ROOF/CEILING ASSEMBLIES,

EXCLUDING AREAS OF WATER RESISTANT DUROCK AT TUB LOCATIONS, SHOWER LOCATIONS, ETC.

FIRE RATED CONSTRUCTION FOR ATTACHED GARAGE: PROVIDE 2 LAYERS 5/8" THICK GYPSUM BOARD ON THE GARAGE SIDE OF SEPARATING

WALL UP TO THE UNDERSIDE OF THE ROOF SHEATHING, OR UP TO THE GYPSUM BOARD GARAGE CEILING.

FIRE RATED CONSTRUCTION FOR BASEMENT GARAGE OR SECOND STORY ABOVE: CEILINGS AND FLOORS SEPARATING GARAGE FROM

DWELLING TO BE SEPARATED BY 1 HOUR RATED ASSEMBLY, SOFFIT DOWN AND AROUND ANY MECHANICAL DUCT WORK OR PROVIDE FIRE

DAMPERS AT PENETRATIONS OF RATED ASSEMBLY, PARTITIONS SEPARATING GARAGE FROM THE DWELLING TO BE 1 HOUR RATED ASSEMBLY

(5/8" THICK FIRE RESISTANT GYPSUM BOARD ON EACH SIDE OF THE STUD). ALL BEARING WALLS, BEAMS, AND COLUMNS SUPPORTING SUCH

SEPARATIONS TO BE PROTECTED BY 1 HOUR RATED ASSEMBLY.

PROVIDE 1/2" DRYWALL AT THE UNDERSIDE OF ALL STAIR STRINGERS TO BE ENCLOSED FOR USE AS A STORAGE CLOSET OF ANY KIND.

DIVISION 10  SPECIALTIES

SMOKE DETECTORS:

UL LISTED SMOKE DETECTORS SHALL BE LOCATED ON EACH FLOOR LEVEL IN THE VICINITY OF ALL BEDROOM ENTRANCE DOORS (WITHIN A

MAXIMUM OF 10 FEET FROM EACH BEDROOM IN THE HALLWAY) AND WITHIN EACH BEDROOM.  LOCATE BEDROOM HALLWAY DETECTORS

UPSTREAM FROM RETURN AIR GRILLE WHERE APPLICABLE.  FLOOR LEVELS THAT DO NOT CONTAIN BEDROOMS SHALL HAVE THE DETECTOR

LOCATED AT THE CEILING NEAR THE STAIRWAY.  IN SPLIT LEVEL RESIDENCES A SMOKE DETECTOR INSTALLED ON THE UPPER LEVEL SHALL

SUFFICE FOR THE ADJACENT LOWER LEVEL PROVIDED THE LOWER LEVEL IS LESS THAN ONE FULL STORY BELOW THE UPPER LEVEL.  IF THERE

IS AN INTERVENING DOOR BETWEEN THE ADJACENT LEVELS A SMOKE DETECTOR SHALL BE INSTALLED ON BOTH LEVELS.

WHERE A ROOM REQUIRING A SMOKE DETECTOR IS VAULTED IN ANY FORMAT (SCISSOR, TRAY, COFFER, ETC.) THE DETECTOR SHALL BE

LOCATED WITHIN 36" OF THE HIGH POINT OF THAT VAULT, OR LOCATED INSIDE THE HIGH POINT OF A TRAY, COFFERED, OR BEAMED CEILING.

SMOKE DETECTORS SHALL BE INTERCONNECTED SO THAT ACTIVATION OF ONE ALARM WILL ACTIVATE ALL ALARMS THROUGHOUT THE

DWELLING.  THE SMOKE DETECTORS SHALL BE AC POWERED AND HAVE BATTERY BACKUP.  THE INSTALLATION SHALL ALSO MEET NFPA 72.

ACCESS PANELS:

A 16" X 24" MINIMUM ACCESS OPENING IS REQUIRED FOR CRAWL SPACES.  A 22" X 30" MINIMUM ACCESS OPENING IS REQUIRED FOR ATTIC

AREAS WHICH HAVE A CLEAR HEIGHT OF OVER 30". REFER TO M1305.1.3 FOR ACCESS SIZE WHEN AN APPLIANCE IS LOCATED IN THE ATTIC OR

CRAWL SPACE.

STAIRWAYS AND EXIT PASSAGEWAYS:

HANDRAILS (AND OTHER PROJECTIONS BELOW THE HANDRAIL) SHALL NOT PROJECT MORE THAN 4" INTO THE REQUIRED STAIRWAY WIDTH.

HANDRAILS SHALL EITHER MEET A.) CIRCULAR CROSS SECTION WITH MINIMUM DIAMETER OF 1-1/4" BUT NOT MORE THAN 2", OR B.) OTHER

APPROVED SHAPES HAVING A MAXIMUM ALLOWABLE HORIZONTAL WIDTH OF 2-1/4", MAXIMUM GRASPABLE PERIMETER DIMENSION OF 6-1/4",

AND A MINIMUM 4" GRASPABLE PERIMETER DIMENSION.

GUARDS ALONG OPEN-SIDED STAIRS SHALL BE A MINIMUM OF 36" IN HEIGHT ABOVE THE LEADING EDGE OF THE TREAD AND MINIMUM OF 36" IN

HEIGHT AT THE STAIR LANDINGS.  MINIMUM 36" HIGH GUARDS SHALL BE PROVIDED ALONG BALCONIES, AREAWAYS, MEZZANINES AND

OPEN-SIDED WALKING SURFACES WHERE THE DIFFERENCE IN FLOOR LEVELS IS MORE THAN 24".  GUARDS ARE REQUIRED FOR OPEN SIDED

FRONT PORCHES MORE THAN 30" ABOVE GRADE, UNLESS DIRECTLY ADJACENT TO THE WALKING SURFACE IS LANDSCAPED..  OPEN GUARDS

SHALL HAVE INTERMEDIATE VERTICAL BALUSTERS SPACED NO MORE THAN 4" APART (CLEAR DIMENSION).  HORIZONTAL RAILS, RAILS PARALLEL

TO A LINE FORMED BY THE LEADING EDGE OF THE STAIR TREAD NOSINGS, AND ORNAMENTAL PATTERNS THAT PROVIDE A LADDER EFFECT ARE

PROHIBITED.

STAIR WINDERS MUST HAVE 9" MINIMUM TREAD DEPTH AT A POINT NOT MORE THAN 1'-0" FROM THE NARROW END AND BE AT LEAST 6" IN DEPTH

AT THE NARROWEST DIMENSION.

FIREPLACES AND CHIMNEYS:

PROVIDE MINIMUM 1'-0" CLEAR TO COMBUSTIBLES FROM MOUTH OF FIREPLACE TO ANY COMBUSTIBLE MATERIAL ABOVE (MANTELS, PICTURE

MOLD TRIM, ETC.)

PROVIDE MINIMUM 6" FROM MOUTH OF FIREPLACE TO ANY COMBUSTIBLES AT SIDES OF FIREPLACE MOUTH.

PROVIDE MINIMUM 1'-8" DEEP NON-COMBUSTIBLE HEARTH, WHETHER RAISED OR FLUSH.

AT MASONRY FIREPLACES, PROVIDE A MINIMUM 12 GAGE CAST IRON DAMPER AS OUTLINED IN METALS (DIVISION 5)

CHIMNEYS AND FLUES (METAL AND MASONRY) SHALL EXTEND ABOVE THE ROOF THAT THEY PENETRATE A MINIMUM OF 3'-0".  CHIMNEY AND

FLUE OUTLETS SHALL BE AT LEAST 2'-0" HIGHER THAN ANY PORTION OF THE BUILDING WITHIN 10'-0" HORIZONTALLY.

DIVISION 11  EQUIPMENT

FOR HVAC EQUIPMENT REQUIREMENTS, REFER TO HVAC (DIVISION 15) THIS SHEET.

PRIOR TO PROJECT CLOSEOUT, CONTRACTOR SHALL EDUCATE HOMEOWNER IN ALL ASPECTS OF USE OF ANY AND ALL NEW APPLIANCES

INSTALLED BY THE CONTRACTOR.

CONTRACTOR SHALL REVIEW WITH CLIENT ALL WARRANTY INFORMATION, AND ALL EQUIPMENT MANUALS AS PROVIDED BY MANUFACTURER.

CONTRACTOR SHALL ALSO LEAVE ALL MANUALS, WARRANTIES, AND ADDITIONAL EQUIPMENT DOCUMENTATION WITH CLIENT UPON PROJECT

CLOSE.
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