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Staklng and PIantlng s Tree to be planted in front and rear yard.
H Evergreen boxwood to be planted in front yard.
Tree Detail
Install railing to front steps
FRONT STEP RAIL
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GENERAL NOTES c'-g Sz %
Sister/replace any deteriorated joists to achieve level zg< s
floor. See Page 3 for detail. a O o -
Repoint interior of masonry walls as necessary. 175) n (:5 ()
All bathrooms to be tiled and vented to exterior. (@) E c=5
Laundry to be vented to ext, have safepan attached to drain, o 5 c% f’ 9
tile. 3
Retain/repair all interior trim/doors that is original. Any damaged trim 8 8 9 g 'c,_)
to replicate original. If original trim stained, must be stained. If o
painted, can be painted.

No soffits to be installed in "public" spaces such as hallways. If installed in rooms
must not be near windows or doors where it will visually impact casings.

Walls to be plaster repair, or laminated w/ drywall .

If laminated, trim must be removed and reapplied over wall 5

Sheet number

treatment. Chimney breasts to receive same treatment as adjoining
wall to retain proportion except in kitchens or bathrooms.




I

5/17/20

CLOSET GUEST ROOM/ =
OFFICE
FAMILY AREA . % SQFT =
118 SQ FT o e [
Q X » DOWN UR o
z | F
[ .
_1 U
(2)13/4"X 11 7/8" LVLON (3) PANTRY g
JACK STUDS EACH SIDE
[ZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZZng: l
19-8%4" 11'-6%4"
DINING [
ROOM
HARDWOOD
KITCHEN 167 5QFT N
TILE \’;/
211 SQ FT |
[ 3 - i
i
- - I 5
X BN ©
o o | —
i 0 | =
- = | 12'-0%"
| LIVING ROOM
| HARDWOOD
| 199 SQ FT
| =
|
N
n n : : \OJ
I I =
o
Al | | o
——— —— I IIT —— Z % =
FIRST FLOOR
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GENERAL NOTES
Sister/replace any deteriorated joists to achieve level
TOTAL INTERIOR SQ FOOTAGE floor. Selie Page I)’: for detail. :
OF BUILDING 1974 Tuckpoint interior of masonry walls as necessary.
All bathrooms to be tiled and vented to exterior.
INTERIOR DOOR/ ———| Laundry to be vented to ext, have safepan attached to drain,
WINDOW CASING tile.
Retain/repair all interior trim/doors that is original. Any damaged trim
to replicate original. If original trim stained, must be stained. If
painted, can be painted.
No soffits to be installed in "public" spaces such as hallways.
L If installed in rooms must not be near windows or doors where
( F\ it will visually impact casings.
Exterior walls to be firred at maximum of 2 1/2", plaster repair, or laminated .
CASING TOP CAP If laminated, trim must be removed and reapplied over wall
treatment. Chimney breasts to receive same treatment as adjoining
INTERIOR wall to retain proportion except in kitchens or bathrooms.
BASEBOARD INTERIOR DOOR
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BASEMENT
Electrical, plumbing and mechanical systems 1 /4" =1'0"

to be replaced as necessary. Freeze-free ext hose bibs
to be provided at from and rear of building.

Repoint interior of masonry where mortar
is damaged or missing to provide a water-
tight surface.

Repair/replace floor joists to provide level
floors. Match replacement joists to existing
framing and gear on masonry walls.

See Page 3 for joist repair details.

Repair existing concrete floor.

Repair existing wood windows/replicate.
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FRONT FACADE
1/4" = 1'0"

FRONT FACADE

BRICKMOLD

FRONT FACADE NOTES

REPAIR EXISTING WINDOWS. IF UNABLE TO REPAIR
INSTALL RIVERTOWN WOOD DOUBLE HUNG WINDOWS.
PAINTING MASONRY: PAINTING MASONRY IS NEVER
ACCEPTABLE UNLESS ALREADY PAINTED AND THEN PAINT
COLOR SHOULD APPROXIMATE THE HISTORIC COLORS.
REBUILD FRONT BRICK AND CONCRETE PORCH MATCHING
EXISTING. BRICK AND MORTAR TO MATCH ORIGINAL USING
TYPE N MORTAR. MATCH MORTAR JOINT SIZE, PROFILE
AND COLOR.

INSTALL METAL HANDRAIL TO FRONT STEPS.
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